
P
ro

d
u

c
t 

fa
m

il
y 

o
v

e
rv

ie
w

PBS
Universal pressure switch



A
B
C
D
E
F

H
I
J
K
L
M
N
O
P
Q
R
S
T

PBS

UNIVERSAL PRESSURE SWITCH

 

Technical data overview
Measuring ranges

Gauge pressure 0 bar ... 1 bar up to bar ... 600 bar

Absolute pressure 0 bar ... 1 bar up to 0 bar ... 25 bar

Compound pressure –1 bar ... 0 bar up to –1 bar ... +24 bar

Pressure unit Bar, MPa, psi and kg/cm2

Accuracy ≤ ± 1 % of the span

Setting accuracy of switching outputs ≤ ± 0.5 % of span

Output signal PNP or NPN switching outputs plus optional IO-Link and
analog output

Electrical connection Round connector M12 x 1

Measuring ranges

Gauge pressure 0 bar ... 1 bar up to bar ... 600 bar

Absolute pressure 0 bar ... 1 bar up to 0 bar ... 25 bar

Compound pressure –1 bar ... 0 bar up to –1 bar ... +24 bar

Pressure unit Bar, MPa, psi and kg/cm2

Accuracy ≤ ± 1 % of the span

Setting accuracy of switching outputs ≤ ± 0.5 % of span

Output signal PNP or NPN switching outputs plus optional IO-Link and
analog output

Electrical connection Round connector M12 x 1

Product description
The PBS is an electronic pressure switch, pressure transmitter and display in one. It is available with up to two switching output,
analog output and IO-Link in a single device.
Its intuitive configuration via three large pushbuttons and display facilitates operation. The housing can be rotated in two ways. This
means that the display and electrical connection can be aligned to match the specific installation situation.
The PBS can be utilized in a wide range of applications due to its gauge pressure measuring ranges between 0 bar - 1 bar and
0 bar - 600 bar. In addition, absolute pressure and compound measuring ranges are available.
The PBS features a fully welded stainless steel membrane, making it suitable for use with a host of corrosive media. Numerous
standard process connections make adapters redundant in most cases. In addition, a flush-mounted membrane is available for
pressure measurement in heterogeneous liquids.

At a glance
• Electronic pressure switch with display for monitoring pressure in liquids and gases
• Precise sensor technology with stainless steel membrane
• Integrated process connections manufactured from high-quality stainless steel
• Pressure values indicated on display. Output states are indicated separately via wide-angle LEDs.
• Unit of pressure value in display can be switched
• Min/max memory
• Password protection
• IO-Link
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Your benefits
• Quick and easy setup and operation due to three large pushbuttons and clear display
• Perfect display readability and optimal cable routing due to rotatable housing
• No compromises: Individual solutions through a variety of configurations
• Universal application due to fully welded, highly durable stainless steel membrane
• Saves space and costs: no adapters required due to broad range of standard process connections
• Highly reliable due to application of proven technologies and high-quality materials, water resistance according to IP 65 and

IP 67 as well as excellent overpressure safety
• Ultimate system availability: IO-Link enables fast, reliable parameter setting when changing over products
•

2024-02-03 21:50:15 | Product family overview

Subject to change without notice

PRESSURE SENSORS | SICK 3



A
B
C
D
E
F

H
I
J
K
L
M
N
O
P
Q
R
S
T

PBS

Type code
Other models and accessories  www.sick.com/PBS

Type code

Pressure type
R Relative
A Absolute
C Vacuum and ± measuring range

Pressure unit
B bar
M MPa
P psi
K kg/cm²

Measuring range (see below)
Process connection
GE G ½ B, EN 837
G1 G ¼ A, DIN 3852-E
G2 G ¼ internal
GH G ¼ internal for Ermeto
N1 ¼" NPT
M2 M20 x 1.5
U1 7/16"-20 UNF-2A SAE #4 J514 external
R1 R ¼ ISO 7, DIN 2999
F2 G ½ B flush-mounted

Canal drilling
S Standard canal drilling
N 0.3 mm erosion drilling
M 0.6 mm erosion drilling
F Flush-mounted membranes

Seal
N NBR
F FPM/FKM
C Copper
S Stainless steel
0 Without seal

Output signal
A 2 x PNP
B 1 x PNP + 4 …20 mA
C 1 x PNP + 0 … 10 V
D 2 x PNP + 4 … 20 mA
E 2 x PNP + 0 … 10 V
F 2 x NPN
G 1 x NPN + 4 … 20 mA
H 1 x NPN + 0 … 10 V
I 2 x NPN + 4 … 20 mA
K 2 x NPN + 0 … 10 V
L IO-Link/PNP + PNP
M IO-Link/PNP + NPN
N IO-Link/PNP + 4 … 20 mA
P IO-Link/PNP + 0 … 10 V
Q IO-Link/PNP + PNP + 4 … 20 mA
R IO-Link/PNP + PNP + 0 … 10 V
S IO-Link/PNP + NPN + 4 … 20 mA
T IO-Link/PNP + NPN + 0 … 10 V

Electrical connection
M M12 x 1, 4-pin (IP67)
5 M12 x 1, 5-pin (IP67)

Special features of the version
Z Without special features
G Oil- and grease-free

PBS - S S A 0

Not all variants of the type code can be combined!
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Measuring range

Gauge pres-
sure measur-

ing range

Overload limit Absolute pres-
sure measur-

ing range

Overload limit ± measur-
ing range

Overload limit

1X0 0 … 1 bar 2 bar 1X0 0 … 1 bar abs 2 bar abs 1X0 –1 ... 0 bar 2 bar

1X6 0 … 1.6 bar 3.2 bar 1X6 0 … 1.6 bar abs 3.2 bar abs 2X5 –1 ... +1.5 bar 3 bar

2X5 0 … 2.5 bar 5 bar 2X5 0 … 2.5 bar abs 5 bar abs 4X0 –1 ... +3 bar 6 bar

4X0 0 … 4 bar 8 bar 4X0 0 … 4 bar abs 8 bar abs 6X0 –1 ... +5 bar 10 bar

6X0 0...6 bar 12 bar 6X0 0 … 6 bar abs 12 bar abs 010 –1 ... +9 bar 18 bar

010 0 … 10 bar 20 bar 010 0 … 10 bar abs 20 bar abs 016 –1 ... +15 bar 30 bar

016 0 … 16 bar 32 bar 016 0 … 16 bar abs 32 bar abs 025 –1 ... +24 bar 48 bar

025 0 … 25 bar 50 bar 025 0 … 25 bar abs 50 bar abs

040 0 … 40 bar 80 bar

060 0 … 60 bar 120 bar

100 0 … 100 bar 200 bar

160 0 … 160 bar 320 bar

250 0 … 250 bar 500 bar

400 0 … 400 bar 800 bar

600 0 … 600 bar 1,200 bar

Gauge pres-
sure measur-

ing range

Overload limit Absolute pres-
sure measur-

ing range

Overload limit ± measur-
ing range

Overload limit

015 0 … 15 psi 30 psi 015 0 … 15 psi abs 30 psi abs 015 –14.5 … +0 psi 30 psi

025 0 … 25 psi 60 psi 025 0 … 25 psi abs 60 psi abs 030 –14.5 … +15 psi 30 psi

030 0 … 30 psi 60 psi 030 0 … 30 psi abs 60 psi abs 040 –14.5 … +25 psi 60 psi

050 0 … 50 psi 100 psi 050 0 … 50 psi abs 100 psi abs 045 –14.5 … +30 psi 60 psi

100 0 … 100 psi 200 psi 100 0 … 100 psi abs 200 psi abs 065 –14.5 … +50 psi 100 psi

160 0 … 160 psi 320 psi 160 0 … 160 psi abs 290 psi abs 115 –14.5 …
+100 psi

200 psi

200 0 … 200 psi 400 psi 200 0 … 200 psi abs 400 psi abs 175 –14.5 …
+160 psi

320 psi

300 0 … 300 psi 600 psi 300 0 … 300 psi abs 600 psi abs 215 –14.5 …
+200 psi

400 psi

500 0 … 500 psi 1,000 psi 315 –14.5 …
+300 psi

600 psi

1K0 0 … 1,000 psi 2,000 psi

1K5 0 … 1,500 psi 3,000 psi

2K0 0 … 2,000 psi 4,000 psi

3K0 0 … 3,000 psi 6,000 psi

5K0 0 … 5,000 psi 10,000 psi

8K0 0 … 8,000 psi 16,000 psi

Gauge pres-
sure measur-

ing range

Overload limit Absolute pres-
sure measur-

ing range

Overload limit ± measur-
ing range

Overload limit

X10 0 … 0.1 MPa 0.2 MPa X10 0 … 0.1 MPa abs 0.2 MPa abs X10 -0.1 … +0 MPa

X16 0 … 0.16 MPa 0.32 MPa X16 0 …
0.16 MPa abs

0.32 MPa abs X25 -0.1 … +
0.15 MPa

0.3 MPa

X25 0 … 0.25 MPa 0.5 MPa X25 0 …
0.25 MPa abs

0.5 MPa abs X40 -0.1 … +0.3 MPa 0.6 MPa

X40 0 … 0.4 MPa 0.8 MPa X40 0 … 0.4 MPa abs 0.8 MPa abs X60 -0.1 … +0.5 MPa 1 MPa

X60 0 … 0.6 MPa 1.2 MPa X60 0 … 0.6 MPa abs 1.2 MPa abs 1X0 -0.1 … +0.9 MPa 1.8 MPa

1X0 0 … 1 MPa 2 MPa 1X0 0 … 1 MPa abs 2 MPa abs 1X6 -0.1 … +1.5 MPa 3 MPa

1X6 0 … 1.6 MPa 3.2 MPa 1X6 0 … 1.6 MPa abs 3.2 MPa abs 2X5 -0.1 … +2.4 MPa 4.8 MPa

2X5 0 … 2.5 MPa 5 MPa 2X5 0 … 2.5 MPa abs 5 MPa abs

4X0 0 … 4 MPa 8 MPa
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Gauge pres-
sure measur-

ing range

Overload limit Absolute pres-
sure measur-

ing range

Overload limit ± measur-
ing range

Overload limit

6X0 0 … 6 MPa 12 MPa

010 0 … 10 MPa 20 MPa

016 0 … 16 MPa 32 MPa

025 0 … 25 MPa 50 MPa

040 0 … 40 MPa 80 MPa

060 0 … 60 MPa 120 MPa

Gauge pres-
sure measur-

ing range

Overload limit Absolute pres-
sure measur-

ing range

Overload limit ± measur-
ing range

Overload limit

1X0 0 … 1 kg/cm² 2 kg/cm² 1X0 0 … 1 kg/cm² abs 2 kg/cm² abs 1X0 -1 ... 0 kg/cm² 2 kg/cm²

1X6 0 … 1.6 kg/cm² 3.2 kg/cm² 1X6 0 … 1.6 kg/
cm² abs

3.2 kg/cm² abs 2X5 -1 ... +1.5 kg/cm² 3 kg/cm²

2X5 0 … 2.5 kg/cm² 5 kg/cm² 2X5 0 … 2.5 kg/
cm² abs

5 kg/cm² abs 4X0 -1 ... +3 kg/cm² 6 kg/cm²

4X0 0 … 4 kg/cm² 8 kg/cm² 4X0 0 … 4 kg/cm² abs 8 kg/cm² abs 6X0 -1 ... +5 kg/cm² 10 kg/cm²

6X0 0 … 6 kg/cm² 12 kg/cm² 6X0 0 … 6 kg/cm² abs 12 kg/cm² abs 010 -1 ... +9 kg/cm² 18 kg/cm²

010 0 … 10 kg/cm² 20 kg/cm² 010 0 … 10 kg/
cm² abs

20 kg/cm² abs 016 -1 ... +15 kg/cm² 30 kg/cm²

016 0 … 16 kg/cm² 32 kg/cm² 016 0 … 16 kg/
cm² abs

32 kg/cm² abs 025 -1 ... +24 kg/cm² 48 kg/cm²

025 0 … 25 kg/cm² 50 kg/cm² 025 0 … 25 kg/
cm² abs

50 kg/cm² abs

040 0 … 40 kg/cm² 80 kg/cm²

060 0 … 60 kg/cm² 120 kg/cm²

100 0 … 100 kg/cm² 200 kg/cm²

160 0 … 160 kg/cm² 320 kg/cm²

250 0 … 250 kg/cm² 500 kg/cm²

400 0 … 400 kg/cm² 800 kg/cm²

600 0 … 600 kg/cm² 1,200 kg/cm²
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Ordering information
Other models and accessories  www.sick.com/PBS

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB010SG1SSFC-

MA0Z

6055490

PBS-RB010SG1MSF-
BMA0Z

60437521 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-RB010SG1SSF-
BMA0Z

6057007

2 x NPN M12 round connector x 1, 4-pin PBS-
RB010SG1SSFF-

MA0Z

6048005

PBS-
RB010SG1MSFAMA0Z

60488772 x PNP M12 round connector x 1, 4-pin

PBS-
RB010SG1SSFAMA0Z

6049906

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SG1SSFD5A0Z

6052775

FKM/FPM

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB010SG1SSFLMA0G

6063776

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SG1SSNG-

MA0Z

6063636NBR

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
AB010SG1SSNC-

MA0Z

6048028
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Seal Output signal Connection type Type Part no.

PBS-
RB010SG1SSNC-

MA0Z

6039828

PBS-
AB010SG1SSNBMA0Z

6043792

PBS-
RB010SG1NSNBMA0Z

6051762

PBS-
RB010SG1SSNBMA0G

6065682

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB010SG1SSNBMA0Z

6038888

2 x NPN M12 round connector x 1, 4-pin PBS-
RB010SG1SSNF-

MA0Z

6048004

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SG1SSNI5A0Z

6051961

PBS-AB010SG1SS-
NAMA0Z

6048436

PBS-RB010SG1MS-
NAMA0Z

6054422

PBS-RB010SG1NS-
NAMA0Z

6042405

2 x PNP M12 round connector x 1, 4-pin

PBS-RB010SG1SS-
NAMA0Z

6038862

PBS-
AB010SG1SSND5A0Z

6053024

PBS-
RB010SG1MSND5A0Z

6048110

PBS-
RB010SG1NSND5A0Z

6048109

PBS-
RB010SG1SSND5A0G

6065410

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB010SG1SSND5A0Z

6038678

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB010SG1SSN-
NMA0Z

6044974

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB010SG1SSNL-

MA0Z

6044040

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB010SG1SSN-
Q5A0Z

6049869

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-AB010SG1SSN-
Q5A0Z

6042917
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• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB016SG1SSF-
BMA0Z

6042504

2 x PNP M12 round connector x 1, 4-pin PBS-
RB016SG1SSFAMA0Z

6039780

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB016SG1SSFD5A0Z

6051333

PBS-
AB016SG1SSFN-

MA0Z

6063274

FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB016SG1SSFN-

MA0Z

6065636

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB016SG1SSNC-

MA0Z

6054750

PBS-
RB016SG1MSNBMA0Z

6071071

PBS-
RB016SG1SSNBMA0G

6041646

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB016SG1SSNBMA0Z

6041556

2 x NPN M12 round connector x 1, 4-pin PBS-
RB016SG1SSNF-

MA0Z

6048987

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB016SG1SSNK5A0Z

6041097

PBS-AB016SG1SS-
NAMA0Z

6039775

PBS-RB016SG1NS-
NAMA0Z

6050240

2 x PNP M12 round connector x 1, 4-pin

PBS-RB016SG1SS-
NAMA0Z

6042055

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB016SG1SSNE5A0Z

6049027

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB016SG1SSND5A0Z

6044102

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB016SG1SSN-
NMA0Z

6055379

IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
RB016SG1SSNS5A0Z

6067752

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB016SG1SSNL-

MA0Z

6055383

NBR

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB016SG1SSN-
Q5A0Z

6050044
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PBS

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB025SG1SSFC-

MA0Z

6057002

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB025SG1SSF-
BMA0Z

6057008

PBS-
AB025SG1SSFAMA0Z

6041384

PBS-
RB025SG1NSFAMA0Z

6048638

2 x PNP M12 round connector x 1, 4-pin

PBS-
RB025SG1SSFAMA0Z

6049963

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB025SG1SSFE5A0Z

6040958

FKM/FPM

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
RB025SG1SSFM-

MA0Z

6051520

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SG1SSNG-

MA0Z

6063637

PBS-
AB025SG1SSNC-

MA0Z

60549971 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB025SG1SSNC-

MA0Z

6051434

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SG1SSNBMA0Z

6038889

2 x NPN M12 round connector x 1, 4-pin PBS-
RB025SG1SSNF-

MA0Z

6073622

PBS-RB025SG1NS-
NAMA0Z

60507722 x PNP M12 round connector x 1, 4-pin

PBS-RB025SG1SS-
NAMA0Z

6038863

PBS-
RB025SG1NSND5A0G

60662422 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB025SG1SSND5A0Z

6038915

IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
RB025SG1SSNS5A0Z

6067753

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB025SG1SSNL-

MA0Z

6056525
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PBS

• Measuring range: 0 bar ... 40 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

PBS-
RB040SG1NSFAMA0Z

60507162 x PNP M12 round connector x 1, 4-pin

PBS-
RB040SG1SSFAMA0Z

6049907

FKM/FPM

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB040SG1SSFD5A0Z

6065946

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SG1SSNG-

MA0Z

6058992

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB040SG1SSNC-

MA0Z

6056427

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SG1SSNBMA0Z

6038890

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB040SG1SSNK5A0Z

6058906

PBS-RB040SG1NS-
NAMA0Z

6054891

PBS-RB040SG1SS-
NAMA0G

6066212

2 x PNP M12 round connector x 1, 4-pin

PBS-RB040SG1SS-
NAMA0Z

6038864

PBS-
RB040SG1NSND5A0Z

60594552 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB040SG1SSND5A0Z

6038916

PBS-
RB040SG1SSNPMA0G

6067349IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB040SG1SSNPMA0Z

6042519

NBR

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB040SG1SSN-
NMA0Z

6067897

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB060SG1SSF-
BMA0Z

6051255FKM/FPM

2 x PNP M12 round connector x 1, 4-pin PBS-
RB060SG1SSFAMA0Z

6052857
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PBS

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SG1SSNG-

MA0Z

6063638

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SG1SSNBMA0Z

6042004

2 x NPN M12 round connector x 1, 4-pin PBS-
RB060SG1SSNF-

MA0Z

6042287

2 x PNP M12 round connector x 1, 4-pin PBS-RB060SG1SS-
NAMA0Z

6042005

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB060SG1SSNE5A0Z

6043548

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB060SG1SSND5A0Z

6039850

NBR

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB060SG1SSN-
NMA0Z

6069662

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

PBS-
RB100SG1SSFC-

MA0G

60478411 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB100SG1SSFC-

MA0Z

6057003

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB100SG1SSF-
BMA0Z

6057009

PBS-
RB100SG1NSFAMA0Z

60486372 x PNP M12 round connector x 1, 4-pin

PBS-
RB100SG1SSFAMA0Z

6045044

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
RB100SG1SSFM-

MA0Z

6075097

FKM/FPM

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB100SG1SSFLMA0Z

6041564

12 PRESSURE SENSORS | SICK Product family overview | 2024-02-03 21:50:15

Subject to change without notice

http://www.sick.com/6063638
http://www.sick.com/6063638
http://www.sick.com/6063638
http://www.sick.com/6063638
http://www.sick.com/6042004
http://www.sick.com/6042004
http://www.sick.com/6042004
http://www.sick.com/6042287
http://www.sick.com/6042287
http://www.sick.com/6042287
http://www.sick.com/6042287
http://www.sick.com/6042005
http://www.sick.com/6042005
http://www.sick.com/6042005
http://www.sick.com/6043548
http://www.sick.com/6043548
http://www.sick.com/6043548
http://www.sick.com/6039850
http://www.sick.com/6039850
http://www.sick.com/6039850
http://www.sick.com/6069662
http://www.sick.com/6069662
http://www.sick.com/6069662
http://www.sick.com/6047841
http://www.sick.com/6047841
http://www.sick.com/6047841
http://www.sick.com/6047841
http://www.sick.com/6057003
http://www.sick.com/6057003
http://www.sick.com/6057003
http://www.sick.com/6057003
http://www.sick.com/6057009
http://www.sick.com/6057009
http://www.sick.com/6057009
http://www.sick.com/6048637
http://www.sick.com/6048637
http://www.sick.com/6048637
http://www.sick.com/6045044
http://www.sick.com/6045044
http://www.sick.com/6045044
http://www.sick.com/6075097
http://www.sick.com/6075097
http://www.sick.com/6075097
http://www.sick.com/6075097
http://www.sick.com/6041564
http://www.sick.com/6041564
http://www.sick.com/6041564


 

PBS

Seal Output signal Connection type Type Part no.

PBS-
RB100SG1NSNC-

MA0Z

60482751 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB100SG1SSNC-

MA0Z

6054751

PBS-
RB100SG1NSNBMA0Z

60536611 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB100SG1SSNBMA0Z

6038891

2 x NPN M12 round connector x 1, 4-pin PBS-
RB100SG1SSNF-

MA0Z

6049006

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB100SG1SSNK5A0Z

6059561

PBS-RB100SG1MS-
NAMA0Z

6043647

PBS-RB100SG1NS-
NAMA0Z

6056953

PBS-RB100SG1SS-
NAMA0G

6067159

2 x PNP M12 round connector x 1, 4-pin

PBS-RB100SG1SS-
NAMA0Z

6038865

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB100SG1SSNE5A0Z

6043549

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB100SG1SSND5A0Z

6038917

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB100SG1SSN-
NMA0Z

6050375

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-RB100SG1SSN-
MMA0Z

6065781

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB100SG1SSNL-

MA0Z

6050370
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PBS

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB160SG1SSF-
BMA0Z

6051254

PBS-
RB160SG1NSFAMA0Z

60486362 x PNP M12 round connector x 1, 4-pin

PBS-
RB160SG1SSFAMA0Z

6059218

FKM/FPM

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB160SG1SSFLMA0Z

6041565

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB160SG1SSNG-

MA0Z

6053525

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB160SG1SSNC-

MA0Z

6051509

PBS-
RB160SG1SSNBMA0G

60416471 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB160SG1SSNBMA0Z

6042782

PBS-RB160SG1MS-
NAMA0Z

6052735

PBS-RB160SG1NS-
NAMA0Z

6052736

2 x PNP M12 round connector x 1, 4-pin

PBS-RB160SG1SS-
NAMA0Z

6041355

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB160SG1NSNE5A0Z

6051259

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB160SG1SSND5A0Z

6042269

NBR

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB160SG1SSN-
Q5A0G

6067839

• Measuring range: 0 bar ... 1 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

PBS-AB1X0SG1SSF-
BMA0Z

6061050

PBS-RB1X0SG1SSF-
BMA0G

6058317

FKM/FPM 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-RB1X0SG1SSF-
BMA0Z

6049862
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Seal Output signal Connection type Type Part no.

PBS-
AB1X0SG1SSNG-

MA0Z

60509361 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB1X0SG1SSNG-

MA0Z

6041672

PBS-
AB1X0SG1SSNC-

MA0Z

60639391 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB1X0SG1SSNC-

MA0Z

6050443

PBS-
AB1X0SG1SSNBMA0Z

60639651 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB1X0SG1SSNBMA0Z

6038885

2 x NPN M12 round connector x 1, 4-pin PBS-
RB1X0SG1SSNF-

MA0Z

6049007

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB1X0SG1SSNI5A0Z

6049009

PBS-AB1X0SG1SS-
NAMA0Z

60494742 x PNP M12 round connector x 1, 4-pin

PBS-RB1X0SG1SS-
NAMA0Z

6038847

PBS-
AB1X0SG1SSND5A0Z

6050543

PBS-
RB1X0SG1MSND5A0Z

6068180

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB1X0SG1SSND5A0Z

6038912

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
AB1X0SG1SSNPMA0Z

6059284

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB1X0SG1SSN-
NMA0Z

6050374

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB1X0SG1SSNL-

MA0Z

6050369

NBR

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB1X0SG1SSN-
Q5A0Z

6044667
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PBS

• Measuring range: 0 bar ... 1.6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

PBS-
AB1X6SG1SSNC-

MA0Z

60493691 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB1X6SG1SSNC-

MA0Z

6054729

PBS-
AB1X6SG1SSNBMA0Z

60434451 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB1X6SG1SSNBMA0Z

6044598

PBS-AB1X6SG1SS-
NAMA0Z

60396522 x PNP M12 round connector x 1, 4-pin

PBS-RB1X6SG1SS-
NAMA0Z

6053936

PBS-
AB1X6SG1SSND5A0Z

60386772 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB1X6SG1SSND5A0Z

6042549

PBS-
AB1X6SG1SSNL-

MA0Z

6051080IO-Link/PNP + PNP M12 round connector x 1, 4-pin

PBS-
RB1X6SG1SSNL-

MA0Z

6056921

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-AB1X6SG1SSN-
Q5A0Z

6054051
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PBS

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SG1SSFC-

MA0Z

6057004

PBS-RB250SG1NSF-
BMA0Z

60548131 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-RB250SG1SSF-
BMA0Z

6040960

PBS-
RB250SG1NSFAMA0Z

60486352 x PNP M12 round connector x 1, 4-pin

PBS-
RB250SG1SSFAMA0Z

6039839

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SG1SSFN-

MA0Z

6050214

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
RB250SG1SSFM-

MA0Z

6075098

FKM/FPM

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB250SG1SSFLMA0Z

6041566
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Seal Output signal Connection type Type Part no.

PBS-
RB250SG1MSNG-

MA0Z

60677891 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB250SG1SSNG-

MA0Z

6064408

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SG1SSNC-

MA0Z

6048183

PBS-
RB250SG1NSNBMA0Z

6056808

PBS-
RB250SG1SSNBMA0G

6041648

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB250SG1SSNBMA0Z

6038892

2 x NPN M12 round connector x 1, 4-pin PBS-
RB250SG1SSNF-

MA0Z

6041176

PBS-RB250SG1MS-
NAMA0Z

60588222 x PNP M12 round connector x 1, 4-pin

PBS-RB250SG1SS-
NAMA0Z

6038866

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB250SG1SSNE5A0Z

6043550

PBS-
RB250SG1NSND5A0Z

6047672

PBS-
RB250SG1SSND5A0G

6042076

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB250SG1SSND5A0Z

6038918

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SG1SSNPMA0Z

6068631

PBS-RB250SG1MSN-
NMA0Z

6071044

PBS-RB250SG1NSN-
NMA0Z

6065156

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-RB250SG1SSN-
NMA0Z

6050376

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB250SG1SSNL-

MA0Z

6050371
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PBS

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB2X5SG1SSF-
BMA0Z

6044550FKM/FPM

2 x PNP M12 round connector x 1, 4-pin PBS-
RB2X5SG1SSFAMA0Z

6058570

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB2X5SG1SSNC-

MA0Z

6056421

PBS-
AB2X5SG1SSNBMA0Z

60514871 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB2X5SG1SSNBMA0Z

6038886

2 x NPN M12 round connector x 1, 4-pin PBS-
RB2X5SG1SSNF-

MA0Z

6067556

PBS-AB2X5SG1SS-
NAMA0Z

60452532 x PNP M12 round connector x 1, 4-pin

PBS-RB2X5SG1SS-
NAMA0Z

6038860

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB2X5SG1SSNE5A0Z

6067376

PBS-
AB2X5SG1SSND5A0Z

60530252 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB2X5SG1SSND5A0Z

6038913

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB2X5SG1SSNL-

MA0Z

6059768
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PBS

• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SG1SSFG-

MA0Z

6044048

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SG1SSFC-

MA0Z

6057005

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB400SG1SSF-
BMA0Z

6040959

PBS-
RB400SG1SSFAMA0G

60715452 x PNP M12 round connector x 1, 4-pin

PBS-
RB400SG1SSFAMA0Z

6039759

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SG1SSFD5A0Z

6053938

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB400SG1SSF-
PMA0Z

6074578

FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SG1SSFN-

MA0Z

6050230

1 x NPN + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SG1SSNHMA0Z

6071967

PBS-
RB400SG1MSNG-

MA0Z

6067369

PBS-
RB400SG1NSNG-

MA0Z

6067368

NBR

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB400SG1SSNG-

MA0Z

6049203
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SG1SSNC-

MA0Z

6041451

PBS-
RB400SG1MSNBMA0Z

6047993

PBS-
RB400SG1NSNBMA0Z

6062998

PBS-
RB400SG1SSNBMA0G

6060765

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB400SG1SSNBMA0Z

6041724

2 x NPN M12 round connector x 1, 4-pin PBS-
RB400SG1SSNF-

MA0Z

6052339

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB400SG1SSNK5A0Z

6043783

PBS-RB400SG1MS-
NAMA0Z

6047992

PBS-RB400SG1NS-
NAMA0Z

6048472

PBS-RB400SG1SS-
NAMA0G

6071544

2 x PNP M12 round connector x 1, 4-pin

PBS-RB400SG1SS-
NAMA0Z

6041099

PBS-
RB400SG1NSNE5A0Z

60527482 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin

PBS-
RB400SG1SSNE5A0Z

6043551

PBS-
RB400SG1NSND5A0Z

60596002 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB400SG1SSND5A0Z

6042402

PBS-RB400SG1NSN-
NMA0Z

6063000IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-RB400SG1SSN-
NMA0Z

6050377

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-RB400SG1SSN-
MMA0Z

6071888

PBS-
RB400SG1NSNL-

MA0Z

6062999IO-Link/PNP + PNP M12 round connector x 1, 4-pin

PBS-
RB400SG1SSNL-

MA0Z

6050372
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• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB4X0SG1SSFC-

MA0Z

6055340

2 x PNP M12 round connector x 1, 4-pin PBS-
RB4X0SG1SSFAMA0Z

6072927

FKM/FPM

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB4X0SG1SSFD5A0Z

6050816

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB4X0SG1SSNG-

MA0Z

6058991

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB4X0SG1SSNC-

MA0Z

6042148

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB4X0SG1SSNBMA0Z

6038887

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB4X0SG1SSNK5A0Z

6044890

PBS-AB4X0SG1SS-
NAMA0Z

60639702 x PNP M12 round connector x 1, 4-pin

PBS-RB4X0SG1SS-
NAMA0Z

6038861

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB4X0SG1SSNE5A0Z

6044469

PBS-
AB4X0SG1SSND5A0Z

60431712 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB4X0SG1SSND5A0Z

6038914

NBR

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB4X0SG1SSN-
NMA0Z

6066692
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PBS

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB600SG1SSFC-

MA0Z

6057006

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB600SG1SSF-
BMA0Z

6042157

2 x NPN M12 round connector x 1, 4-pin PBS-
RB600SG1SSFF-

MA0Z

6044047

2 x PNP M12 round connector x 1, 4-pin PBS-
RB600SG1SSFAMA0Z

6053935

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB600SG1SSFE5A0Z

6065590

FKM/FPM

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB600SG1SSF-
PMA0Z

6074557

PBS-
RB600SG1MSNG-

MA0Z

6067367

PBS-
RB600SG1NSNG-

MA0Z

6067366

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB600SG1SSNG-

MA0Z

6065862

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB600SG1SSNC-

MA0Z

6060879

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB600SG1SSNBMA0Z

6038893

2 x NPN M12 round connector x 1, 4-pin PBS-
RB600SG1SSNF-

MA0Z

6065851

2 x PNP M12 round connector x 1, 4-pin PBS-RB600SG1SS-
NAMA0Z

6038867

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB600SG1SSNE5A0Z

6043552

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SG1SSND5A0Z

6038920

NBR

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-RB600SG1SSN-
MMA0Z

6068236
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PBS

• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RB6X0SG1SSFAMA0Z

6042497

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SG1SSFN-

MA0Z

6072118

FKM/FPM

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB6X0SG1SSFLMA0Z

6050225

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB6X0SG1SSNC-

MA0Z

6052148

PBS-
AB6X0SG1SSNBMA0Z

6050799

PBS-
RB6X0SG1MSNBMA0Z

6058995

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB6X0SG1SSNBMA0Z

6041555

PBS-
RB6X0SG1SSNF-

MA0G

60544462 x NPN M12 round connector x 1, 4-pin

PBS-
RB6X0SG1SSNF-

MA0Z

6049008

2 x PNP M12 round connector x 1, 4-pin PBS-RB6X0SG1SS-
NAMA0Z

6044392

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB6X0SG1SSNE5A0Z

6043698

PBS-
RB6X0SG1SSND5A0G

60684962 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB6X0SG1SSND5A0Z

6039849

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB6X0SG1SSNL-

MA0Z

6060017

NBR

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB6X0SG1SSN-
Q5A0Z

6044429
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PBS

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB010SG2SS0C-

MA0Z

6039122

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SG2SS0B-

MA0Z

6039121

2 x NPN M12 round connector x 1, 4-pin PBS-
RB010SG2SS0F-

MA0Z

6050040

PBS-
AB010SG2SS0A-

MA0Z

6070984

PBS-
RB010SG2SS0A-

MA0G

6065982

2 x PNP M12 round connector x 1, 4-pin

PBS-
RB010SG2SS0A-

MA0Z

6039110

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB010SG2SS0E5A0Z

6039124

PBS-
RB010SG2SS0D5A0G

60700872 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB010SG2SS0D5A0Z

6039123

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB010SG2SS0P-

MA0Z

6069746

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SG2SS0N-

MA0Z

6062544

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
RB010SG2SS0M-

MA0Z

6050043

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB010SG2SS0L-

MA0Z

6041418

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AB010SG2SS0Q5A0Z

6072410
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• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB016SG2SS0C-

MA0Z

6051035

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB016SG2SS0B-

MA0Z

6050148

PBS-
AB016SG2SS0A-

MA0Z

60426882 x PNP M12 round connector x 1, 4-pin

PBS-
RB016SG2SS0A-

MA0Z

6042784

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB016SG2SS0E5A0Z

6042666

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB016SG2SS0D5A0Z

6056871

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SG2SS0G-

MA0Z

6055079

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB025SG2SS0C-

MA0Z

6051036

PBS-
RB025SG2SS0B-

MA0G

60700861 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB025SG2SS0B-

MA0Z

6041200

2 x NPN M12 round connector x 1, 4-pin PBS-
RB025SG2SS0F-

MA0Z

6044624

2 x PNP M12 round connector x 1, 4-pin PBS-
RB025SG2SS0A-

MA0Z

6039559

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB025SG2SS0E5A0Z

6042153
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PBS

Output signal Connection type Type Part no.

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB025SG2SS0D5A0Z

6050437

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SG2SS0N-

MA0Z

6070980

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB025SG2SS0L-

MA0Z

6064024

• Measuring range: 0 bar ... 40 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB040SG2SS0C-

MA0Z

6051037

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SG2SS0B-

MA0Z

6050279

2 x PNP M12 round connector x 1, 4-pin PBS-
RB040SG2SS0A-

MA0Z

6043890

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB040SG2SS0D5A0Z

6044391

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SG2SS0B-

MA0Z

6042061

2 x NPN M12 round connector x 1, 4-pin PBS-
RB060SG2SS0F-

MA0Z

6049272

2 x PNP M12 round connector x 1, 4-pin PBS-
RB060SG2SS0A-

MA0Z

6044070

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB060SG2SS0E5A0Z

6044089

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB060SG2SS0D5A0Z

6053208

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SG2SS0N-

MA0Z

6050904
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• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SG2SS0G-

MA0Z

6058576

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB100SG2SS0C-

MA0Z

6063793

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SG2SS0B-

MA0Z

6041615

2 x NPN M12 round connector x 1, 4-pin PBS-
RB100SG2SS0F-

MA0Z

6044623

2 x PNP M12 round connector x 1, 4-pin PBS-
RB100SG2SS0A-

MA0Z

6039614

PBS-
RB100SG2SS0D5A0G

60515852 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB100SG2SS0D5A0Z

6042526

PBS-
RB100SG2SS0N-

MA0G

6049030IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB100SG2SS0N-

MA0Z

6049029

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB100SG2SS0T5A0G

6066311

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB100SG2SS0L-

MA0Z

6041419

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB160SG2SS0C-

MA0Z

6049604

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB160SG2SS0B-

MA0Z

6049984
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Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RB160SG2SS0A-

MA0Z

6042184

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB160SG2SS0D5A0Z

6045173

• Measuring range: 0 bar ... 1 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X0SG2SS0B-

MA0Z

6041279

2 x PNP M12 round connector x 1, 4-pin PBS-
RB1X0SG2SS0A-

MA0Z

6041777

PBS-
AB1X0SG2SS0D5A0Z

60707182 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB1X0SG2SS0D5A0Z

6045265

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X0SG2SS0N-

MA0Z

6071390

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB1X0SG2SS0L-

MA0Z

6050308

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SG2SS0C-

MA0Z

6044090

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SG2SS0B-

MA0Z

6041053

2 x PNP M12 round connector x 1, 4-pin PBS-
RB250SG2SS0A-

MA0Z

6039615

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB250SG2SS0D5A0Z

6041527

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SG2SS0N-

MA0Z

6054995
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Output signal Connection type Type Part no.

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB250SG2SS0L-

MA0Z

6041626

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB250SG2SS0Q5A0Z

6051646

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB2X5SG2SS0C-

MA0Z

6060018

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB2X5SG2SS0B-

MA0Z

6041995

2 x PNP M12 round connector x 1, 4-pin PBS-
RB2X5SG2SS0A-

MA0Z

6040878

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB2X5SG2SS0D5A0Z

6050436

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB2X5SG2SS0L-

MA0Z

6064025

• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SG2SS0G-

MA0Z

6066315

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SG2SS0C-

MA0Z

6065900

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SG2SS0B-

MA0Z

6041019

2 x PNP M12 round connector x 1, 4-pin PBS-
RB400SG2SS0A-

MA0Z

6039495

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB400SG2SS0E5A0Z

6041515

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SG2SS0D5A0Z

6041595
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Output signal Connection type Type Part no.

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SG2SS0N-

MA0Z

6064907

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB400SG2SS0L-

MA0Z

6045069

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
RB4X0SG2SS0B-

MA0Z

6052273

2 x PNP PBS-
RB4X0SG2SS0A-

MA0Z

6041506

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB600SG2SS0C-

MA0Z

6062488

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB600SG2SS0B-

MA0Z

6044103

2 x NPN M12 round connector x 1, 4-pin PBS-
RB600SG2SS0F-

MA0Z

6049251

2 x PNP M12 round connector x 1, 4-pin PBS-
RB600SG2SS0A-

MA0Z

6041551

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SG2SS0D5A0Z

6042909

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SG2SS0Q5A0Z

6052886
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• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB6X0SG2SS0C-

MA0Z

6060019

2 x PNP M12 round connector x 1, 4-pin PBS-
RB6X0SG2SS0A-

MA0Z

6042694

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB6X0SG2SS0D5A0Z

6056870

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB010SGESSC-
CMA0Z

6042233

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SGESSCB-

MA0Z

6038875

2 x PNP M12 round connector x 1, 4-pin PBS-RB010SGESS-
CAMA0Z

6038850

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SGESSCD5A0Z

6038901

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SGESSSB-

MA0Z

6039189

2 x PNP M12 round connector x 1, 4-pin PBS-
RB010SGESSSA-

MA0Z

6043207

Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SGESSSD5A0Z

6041397
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Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB010SGESS0C-

MA0Z

6045146

PBS-
AB010SGESS0B-

MA0Z

60502831 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB010SGESS0B-

MA0Z

6041203

2 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SGESS0G-

MA0Z

6071649

PBS-
AB010SGESS0A-

MA0Z

60434652 x PNP M12 round connector x 1, 4-pin

PBS-
RB010SGESS0A-

MA0Z

6039722

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
AB010SGESS0E5A0Z

6051658

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SGESS0D5A0Z

6060947

PBS-
RB010SGESS0N-

MA0G

6068759IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB010SGESS0N-

MA0Z

6054468

Without seal

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RB010SGESS0L-

MA0Z

6057336

• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

PBS-
AB016SGESSCB-

MA0Z

60422031 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB016SGESSCB-

MA0Z

6049477

PBS-AB016SGESS-
CAMA0G

6071821

Copper

2 x PNP M12 round connector x 1, 4-pin

PBS-RB016SGESS-
CAMA0Z

6044819

NBR 1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB016SG1SSNG-

MA0Z

6049193
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB016SGESSSC-

MA0Z

6047584

PBS-
RB016SGESSSB-

MA0G

60753671 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB016SGESSSB-

MA0Z

6048529

PBS-
AB016SGESSSA-

MA0Z

60444992 x PNP M12 round connector x 1, 4-pin

PBS-
RB016SGESSSA-

MA0Z

6044500

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB016SGESSSE5A0Z

6042890

Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB016SGESSSD5A0Z

6050844

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB016SGESS0C-

MA0Z

6043788

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB016SGESS0B-

MA0Z

6041377

PBS-
AB016SGESS0A-

MA0Z

60520852 x PNP M12 round connector x 1, 4-pin

PBS-
RB016SGESS0A-

MA0G

6041344

Without seal

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB016SGESS0E5A0Z

6054615

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SGESSCB-

MA0Z

6038876

2 x PNP M12 round connector x 1, 4-pin PBS-RB025SGESS-
CAMA0Z

6038851

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB025SGESSCD5A0Z

6038902

Copper

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-RB025SGESS-
CLMA0Z

6058448

Stainless steel 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SGESSSB-

MA0Z

6041579
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SGESS0B-

MA0Z

6041714

2 x PNP M12 round connector x 1, 4-pin PBS-
RB025SGESS0A-

MA0Z

6054278

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB025SGESS0D5A0Z

6061899

• Measuring range: 0 bar ... 40 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SGESSCB-

MA0Z

6038877

2 x PNP M12 round connector x 1, 4-pin PBS-RB040SGESS-
CAMA0Z

6038852

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB040SGESSCD5A0Z

6038903

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB040SGESSSC-

MA0Z

6052751Stainless steel

2 x PNP M12 round connector x 1, 4-pin PBS-
RB040SGESSSA-

MA0Z

6054858

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SGESS0B-

MA0Z

6057105Without seal

2 x PNP M12 round connector x 1, 4-pin PBS-
RB040SGESS0A-

MA0Z

6054872

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB060SGESSC-
CMA0Z

6052985

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SGESSCB-

MA0Z

6048051

Copper

2 x PNP M12 round connector x 1, 4-pin PBS-RB060SGESS-
CAMA0Z

6049541
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PBS

Seal Output signal Connection type Type Part no.

Stainless steel 2 x PNP M12 round connector x 1, 4-pin PBS-
RB060SGESSSA-

MA0Z

6052680

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB060SGESS0B-

MA0Z

6051162

2 x PNP M12 round connector x 1, 4-pin PBS-
RB060SGESS0A-

MA0Z

6045043

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB060SGESS0D5A0Z

6044466

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SGESSCB-

MA0Z

6038878

2 x PNP M12 round connector x 1, 4-pin PBS-RB100SGESS-
CAMA0Z

6038853

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB100SGESSCD5A0Z

6038904

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB100SGESSSC-

MA0Z

6062490

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SGESSSB-

MA0Z

6055099

Stainless steel

2 x PNP M12 round connector x 1, 4-pin PBS-
RB100SGESSSA-

MA0Z

6041747

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB100SGESS0C-

MA0Z

6041677Without seal

2 x PNP M12 round connector x 1, 4-pin PBS-
RB100SGESS0A-

MA0Z

6041772
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PBS

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-RB160SGESS-
CAMA0Z

6054949Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB160SGESSCD5A0Z

6038905

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB160SGESSSB-

MA0G

6041433

2 x PNP M12 round connector x 1, 4-pin PBS-
RB160SGESSSA-

MA0Z

6052681

Stainless steel

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB160SGESSSP-

MA0G

6067228

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB160SGESS0B-

MA0Z

6063138Without seal

2 x PNP M12 round connector x 1, 4-pin PBS-
RB160SGESS0A-

MA0Z

6042898

• Measuring range: 0 bar ... 1 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X0SGESSCB-

MA0Z

6038872

2 x PNP M12 round connector x 1, 4-pin PBS-RB1X0SGESS-
CAMA0Z

6038846

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB1X0SGESSCD5A0Z

6038898

PBS-
RB1X0SGESSSA-

MA0G

60669172 x PNP M12 round connector x 1, 4-pin

PBS-
RB1X0SGESSSA-

MA0Z

6048833

Stainless steel

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X0SGESSSN-

MA0Z

6048811
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X0SGESS0B-

MA0Z

6041589

PBS-
AB1X0SGESS0A-

MA0Z

6049250

Without seal

2 x PNP M12 round connector x 1, 4-pin

PBS-
RB1X0SGESS0A-

MA0Z

6059769

• Measuring range: 0 bar ... 1.6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X6SGESSCB-

MA0Z

6049702Copper

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB1X6SGESSCI5A0Z

6054578

2 x PNP M12 round connector x 1, 4-pin PBS-
AB1X6SGESSSA-

MA0Z

6039201Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AB1X6SGESSSD5A0Z

6039211

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB1X6SGESS0B-

MA0Z

6059338Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AB1X6SGESS0D5A0Z

6038930

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB250SGESSC-
CMA0Z

6056463

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SGESSCB-

MA0Z

6038879

2 x PNP M12 round connector x 1, 4-pin PBS-RB250SGESS-
CAMA0Z

6038854

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB250SGESSCD5A0Z

6038906
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• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB2X5SGESSCB-

MA0Z

6038873

2 x PNP M12 round connector x 1, 4-pin PBS-RB2X5SGESS-
CAMA0Z

6038848

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB2X5SGESSCD5A0Z

6038899

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB2X5SGESSSB-

MA0Z

6055098Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB2X5SGESSSD5A0Z

6042065

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB2X5SGESS0C-

MA0Z

6071205

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
AB2X5SGESS0B-

MA0Z

6052481

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB2X5SGESS0E5A0Z

6066211

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB2X5SGESS0D5A0Z

6066210

• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB400SGESSC-
CMA0Z

6041382

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SGESSCB-

MA0Z

6051099

Copper

2 x PNP M12 round connector x 1, 4-pin PBS-RB400SGESS-
CAMA0Z

6045138
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Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SGESSSB-

MA0Z

6048530

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SGESSSI5A0Z

6062002

2 x PNP M12 round connector x 1, 4-pin PBS-
RB400SGESSSA-

MA0Z

6042039

Stainless steel

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
RB400SGESSSQ5A0Z

6059847

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SGESS0B-

MA0Z

6041401

2 x PNP M12 round connector x 1, 4-pin PBS-
RB400SGESS0A-

MA0Z

6041780

Without seal

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB400SGESS0E5A0Z

6053641

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

PBS-
AB4X0SGESSCB-

MA0Z

60500271 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB4X0SGESSCB-

MA0Z

6038874

2 x PNP M12 round connector x 1, 4-pin PBS-RB4X0SGESS-
CAMA0Z

6038849

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB4X0SGESSCE5A0Z

6043361

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB4X0SGESSCD5A0Z

6038900

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
AB4X0SGESSSB-

MA0G

6075536

2 x PNP M12 round connector x 1, 4-pin PBS-
RB4X0SGESSSA-

MA0Z

6041369

Stainless steel

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB4X0SGESSSN-

MA0Z

6053976
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Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB4X0SGESS0C-

MA0Z

6050987

PBS-
AB4X0SGESS0B-

MA0Z

60657051 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB4X0SGESS0B-

MA0Z

6057114

Without seal

2 x PNP M12 round connector x 1, 4-pin PBS-
AB4X0SGESS0A-

MA0Z

6052084

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB600SGESSCB-

MA0Z

6038880

2 x PNP M12 round connector x 1, 4-pin PBS-RB600SGESS-
CAMA0Z

6038855

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SGESSCD5A0Z

6038907

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB600SGESSSB-

MA0G

6053260Stainless steel

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SGESSSI5A0Z

6062003

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB600SGESS0B-

MA0Z

6060762

PBS-
RB600SGESS0A-

MA0G

60599632 x PNP M12 round connector x 1, 4-pin

PBS-
RB600SGESS0A-

MA0Z

6059950

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SGESS0D5A0Z

6053561
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• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB6X0SGESSC-
CMA0Z

6051058

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SGESSCB-

MA0Z

6059807

2 x PNP M12 round connector x 1, 4-pin PBS-RB6X0SGESS-
CAMA0Z

6052086

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB6X0SGESSCD5A0Z

6041610

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SGESSSB-

MA0Z

6041726

PBS-
AB6X0SGESSSA-

MA0Z

60412332 x PNP M12 round connector x 1, 4-pin

PBS-
RB6X0SGESSSA-

MA0Z

6041725

PBS-
AB6X0SGESSSD5A0Z

6050300

Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB6X0SGESSSD5A0Z

6042867

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB6X0SGESS0C-

MA0Z

6071206

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SGESS0B-

MA0Z

6050347

2 x PNP M12 round connector x 1, 4-pin PBS-
RB6X0SGESS0A-

MA0Z

6041259

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB6X0SGESS0E5A0Z

6053071

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB6X0SGESS0D5A0Z

6054341

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SGHSS0B-

MA0Z

6051106
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Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RB010SGHSS0A-

MA0Z

6042846

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SGHSS0D5A0G

6051620

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB010SGHSS0T5A0Z

6066314

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RB025SGHSS0A-

MA0Z

6045239

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB025SGHSS0T5A0Z

6066313

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP + 0 V ... 10 V M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB060SGHSS0C-

MA0Z

6054583

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
RB100SGHSS0B-

MA0Z

6050091

2 x PNP PBS-
RB100SGHSS0A-

MA0Z

6042743

IO-Link/PNP + PNP PBS-
RB100SGHSS0L-

MA0Z

6049677
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PBS

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SGHSS0B-

MA0Z

6050446

2 x PNP M12 round connector x 1, 4-pin PBS-
RB250SGHSS0A-

MA0Z

6044826

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB250SGHSS0E5A0Z

6072517

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB250SGHSS0D5A0Z

6048633

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB250SGHSS0T5A0G

6066312

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
RB2X5SGHSS0B-

MA0Z

6068799

2 x PNP PBS-
RB2X5SGHSS0A-

MA0Z

6045238

• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SGHSS0C-

MA0Z

6042760

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SGHSS0B-

MA0Z

6043464

2 x PNP M12 round connector x 1, 4-pin PBS-
RB400SGHSS0A-

MA0Z

6042541
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PBS

Output signal Connection type Type Part no.

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB400SGHSS0E5A0Z

6042542

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SGHSS0D5A0Z

6041657

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
RB4X0SGHSS0B-

MA0Z

6051379

2 x PNP PBS-
RB4X0SGHSS0A-

MA0Z

6051378

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RB600SGHSS0A-

MA0Z

6049608

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB600SGHSS0D5A0Z

6050728

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB160SGHSS0A-

MA0Z

6050235
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PBS

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SN1SS0G-

MA0Z

6041683

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB010SN1SS0C-

MA0Z

6048137

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB010SN1SS0B-

MA0Z

6041531

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB010SN1SS0K5A0Z

6039521

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SN1SS0I5A0Z

6051898

PBS-
RB010SN1SS0A-

MA0G

60535322 x PNP M12 round connector x 1, 4-pin

PBS-
RB010SN1SS0A-

MA0Z

6042007

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB010SN1SS0E5A0Z

6043391

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SN1SS0D5A0Z

6065870

• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-
AB025SN1SS0C-

MA0G

6073793

1 x PNP + 4 mA ... 20 mA PBS-
RB016SN1SS0B-

MA0Z

6052527

2 x PNP PBS-
RB016SN1SS0A-

MA0Z

6068965
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PBS

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB025SN1SS0C-

MA0G

6073618

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB025SN1SS0B-

MA0Z

6052528

2 x PNP M12 round connector x 1, 4-pin PBS-
RB025SN1SS0A-

MA0Z

6044507

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB025SN1SS0E5A0Z

6053469

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB025SN1SS0D5A0G

6068982

• Measuring range: 0 bar ... 40 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SN1SS0G-

MA0Z

6042822

2 x PNP M12 round connector x 1, 4-pin PBS-
RB040SN1SS0A-

MA0Z

6058770

PBS-
RB040SN1SS0D5A0G

60676702 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RB040SN1SS0D5A0Z

6055614
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• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

PBS-
RB060SN1SS0B-

MA0G

60705661 x PNP + 4 mA ... 20 mA

PBS-
RB060SN1SS0B-

MA0Z

6043892

2 x PNP PBS-
RB060SN1SS0A-

MA0Z

6070356

IO-Link/PNP + 4 mA ... 20 mA PBS-
RB060SN1SS0N-

MA0Z

6070355

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SN1SS0B-

MA0Z

6050547

2 x PNP M12 round connector x 1, 4-pin PBS-
RB100SN1SS0A-

MA0Z

6042008

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB100SN1SS0T5A0Z

6043426

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB160SN1SS0A-

MA0Z

6059719

48 PRESSURE SENSORS | SICK Product family overview | 2024-02-03 21:50:15

Subject to change without notice

http://www.sick.com/6070566
http://www.sick.com/6070566
http://www.sick.com/6070566
http://www.sick.com/6070566
http://www.sick.com/6043892
http://www.sick.com/6043892
http://www.sick.com/6043892
http://www.sick.com/6043892
http://www.sick.com/6070356
http://www.sick.com/6070356
http://www.sick.com/6070356
http://www.sick.com/6070356
http://www.sick.com/6070355
http://www.sick.com/6070355
http://www.sick.com/6070355
http://www.sick.com/6070355
http://www.sick.com/6050547
http://www.sick.com/6050547
http://www.sick.com/6050547
http://www.sick.com/6050547
http://www.sick.com/6042008
http://www.sick.com/6042008
http://www.sick.com/6042008
http://www.sick.com/6042008
http://www.sick.com/6043426
http://www.sick.com/6043426
http://www.sick.com/6043426
http://www.sick.com/6059719
http://www.sick.com/6059719
http://www.sick.com/6059719
http://www.sick.com/6059719


 

PBS

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SN1SS0C-

MA0Z

6048336

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SN1SS0B-

MA0Z

6043951

2 x NPN M12 round connector x 1, 4-pin PBS-
RB250SN1SS0F-

MA0Z

6052951

2 x PNP M12 round connector x 1, 4-pin PBS-
RB250SN1SS0A-

MA0Z

6041627

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB250SN1SS0E5A0Z

6071670

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB250SN1SS0D5A0Z

6063055

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB250SN1SS0P-

MA0Z

6070264

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB250SN1SS0N-

MA0Z

6071815

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-
AB2X5SN1SS0C-

MA0Z

6051677

1 x PNP + 4 mA ... 20 mA PBS-
RB2X5SN1SS0B-

MA0Z

6050404
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• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SN1SS0C-

MA0Z

6045283

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SN1SS0B-

MA0Z

6060888

2 x PNP M12 round connector x 1, 4-pin PBS-
RB400SN1SS0A-

MA0Z

6050858

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SN1SS0D5A0Z

6051934

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Output signal: 2 x PNP
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Type Part no.

PBS-RB4X0SN1SS0AMA0Z 6056863

PBS-RB4X0SR1SS0AMA0Z 6042009

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB600SN1SS0C-

MA0Z

6052333

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB600SN1SS0K5A0Z

6060287

2 x PNP M12 round connector x 1, 4-pin PBS-
RB600SN1SS0A-

MA0Z

6048104
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PBS

• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SN1SS0B-

MA0Z

6041776

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB6X0SN1SS0D5A0Z

6068698

• Measuring range: 0 bar ... 1.6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Output signal: 1 x PNP + 4 mA ... 20 mA
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Type Part no.

PBS-AB1X6SN1SS0BMA0Z 6063794

PBS-RB1X6SN1SS0BMA0Z 6049631

• Measuring range: 0 bar ... 1 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

PBS-
AB1X0SN1SS0B-

MA0Z

60624951 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB1X0SN1SS0B-

MA0Z

6050195

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB1X0SN1SS0Q5A0Z

6071004
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PBS

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB010SR1SS0G-

MA0Z

6060749

• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB016SR1SS0B-

MA0Z

6050591

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB060SR1SS0F-

MA0Z

6065531

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB100SR1SS0F-

MA0Z

6064965

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x NPN M12 round connector x 1, 4-pin PBS-
RB250SR1SS0F-

MA0G

6053026
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PBS

Output signal Connection type Type Part no.

IO-Link/PNP + PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB250SR1SS0R5A0G

6067939

• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB6X0SR1SS0B-

MA0Z

6050552

• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB010SF2FSFC-
MA0Z

6051297

2 x NPN M12 round connector x 1, 4-pin PBS-AB010SF2FSFF-
MA0Z

6074978

FKM/FPM

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB010SF2FSFE5A0Z

6071109

PBS-
AB010SF2FSNC-

MA0Z

60565441 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB010SF2FSNC-

MA0Z

6058180

PBS-
AB010SF2FSNBMA0Z

60534251 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB010SF2FSNBMA0Z

6049686

2 x PNP M12 round connector x 1, 4-pin PBS-RB010SF2FS-
NAMA0Z

6049071

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB010SF2FSND5A0Z

6049102

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB010SF2FSN-
NMA0Z

6056891

NBR

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-RB010SF2FSN-
Q5A0Z

6056892
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PBS

• Measuring range: 0 bar ... 16 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

PBS-
AB016SF2FSNC-

MA0Z

60685581 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
RB016SF2FSNC-

MA0Z

6051626

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB016SF2FSNBMA0Z

6050168

2 x NPN M12 round connector x 1, 4-pin PBS-
RB016SF2FSNF-

MA0Z

6065275

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB016SF2FSNI5A0Z

6068645

2 x PNP M12 round connector x 1, 4-pin PBS-RB016SF2FS-
NAMA0Z

6049845

• Measuring range: 0 bar ... 25 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

2 x PNP PBS-
RB025SF2FSFAMA0Z

6071575FKM/FPM

IO-Link/PNP + 0 V ... 10 V PBS-RB025SF2FSF-
PMA0Z

6072361

1 x NPN + 4 mA ... 20 mA PBS-
RB025SF2FSNG-

MA0Z

6049700

1 x PNP + 0 V ... 10 V PBS-
RB025SF2FSNC-

MA0Z

6049181

1 x PNP + 4 mA ... 20 mA PBS-
RB025SF2FSNBMA0Z

6051511

2 x PNP PBS-RB025SF2FS-
NAMA0Z

6052643

NBR

IO-Link/PNP + PNP PBS-
RB025SF2FSNL-

MA0Z

6063546
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PBS

• Measuring range: 0 bar ... 40 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB040SF2FSFE5A0Z

6052447FKM/FPM

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB040SF2FSFD5A0Z

6061987

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB040SF2FSNC-

MA0Z

6053383

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB040SF2FSNBMA0Z

6051766

NBR

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB040SF2FSN-
NMA0Z

6071678

• Measuring range: 0 bar ... 60 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-RB060SF2FSF-
BMA0Z

6051904FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA PBS-
RB060SF2FSFN-

MA0Z

6072340

1 x PNP + 4 mA ... 20 mA PBS-
RB060SF2FSNBMA0Z

6053099NBR

IO-Link/PNP + 4 mA ... 20 mA PBS-RB060SF2FSN-
NMA0Z

6071393

• Measuring range: 0 bar ... 100 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB100SF2FSF-
PMA0Z

6072342FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SF2FSFN-

MA0Z

6072341
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB100SF2FSNC-

MA0Z

6053735

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB100SF2FSNBMA0Z

6049761

2 x PNP M12 round connector x 1, 4-pin PBS-RB100SF2FS-
NAMA0Z

6049161

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB100SF2FSND5A0Z

6049210

• Measuring range: 0 bar ... 160 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB160SF2FSNBMA0Z

6049172

2 x NPN M12 round connector x 1, 4-pin PBS-
RB160SF2FSNF-

MA0Z

6064460

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB160SF2FSND5A0Z

6064787

• Measuring range: 0 bar ... 250 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-RB250SF2FSFC-
MA0Z

6070382FKM/FPM

2 x PNP PBS-
RB250SF2FSFAMA0Z

6055471

1 x PNP + 0 V ... 10 V PBS-
RB250SF2FSNC-

MA0Z

6054286

1 x PNP + 4 mA ... 20 mA PBS-
RB250SF2FSNBMA0Z

6053264

NBR

IO-Link/PNP + 4 mA ... 20 mA PBS-RB250SF2FSN-
NMA0Z

6065230
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PBS

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB2X5SF2FSFG-
MA0Z

6064628

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB2X5SF2FSF-
BMA0Z

6053220

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB2X5SF2FSFE5A0Z

6071110

FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB2X5SF2FSFN-
MA0Z

6069462

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB2X5SF2FSNBMA0Z

6049189

PBS-AB2X5SF2FS-
NAMA0Z

60520022 x PNP M12 round connector x 1, 4-pin

PBS-RB2X5SF2FS-
NAMA0Z

6050186

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
AB2X5SF2FSNE5A0Z

6071009

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB2X5SF2FSND5A0Z

6049564

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB2X5SF2FSN-
NMA0Z

6061967

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-RB2X5SF2FSNL-
MA0Z

6071072

• Measuring range: 0 bar ... 400 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SF2FSFG-

MA0Z

6065303

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB400SF2FSFC-
MA0Z

6051298

FKM/FPM

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB400SF2FSF-
BMA0Z

6056530
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PBS

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SF2FSNG-

MA0Z

6065302

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RB400SF2FSNC-

MA0Z

6052839

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB400SF2FSNBMA0Z

6051780

2 x PNP M12 round connector x 1, 4-pin PBS-RB400SF2FS-
NAMA0Z

6059732

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB400SF2FSND5A0Z

6053358

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB400SF2FSN-
NMA0Z

6063601

NBR

IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
RB400SF2FSNS5A0Z

6063666

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB4X0SF2FSFG-
MA0Z

6064627

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB4X0SF2FSF-
BMA0Z

6053221

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB4X0SF2FSFD5A0Z

6054308

FKM/FPM

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RB4X0SF2FSFN-
MA0Z

6069463

PBS-
AB4X0SF2FSNBMA0Z

6058292NBR 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RB4X0SF2FSNBMA0Z

6053665

• Measuring range: 0 bar ... 600 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
RB600SF2FSNBMA0Z

6051130

2 x PNP PBS-RB600SF2FS-
NAMA0Z

6063226
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PBS

• Measuring range: 0 bar ... 6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-RB6X0SF2FSFC-
MA0Z

6060908

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RB6X0SF2FSNBMA0Z

6051308

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RB6X0SF2FSNE5A0Z

6075174

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB6X0SF2FSND5A0Z

6051504

PBS-AB6X0SF2FSNL-
MA0Z

6072015

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin

PBS-RB6X0SF2FSNL-
MA0Z

6071679

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

2 x PNP PBS-
RB4X0SM2SSSA-

MA0Z

6074643

IO-Link/PNP + NPN PBS-
RB4X0SM2SSSM-

MA0Z

6074642

• Measuring range: 0 bar ... 2.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB2X5SM2SS0B-

MA0Z

6049774
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• Measuring range: 0 bar ... 10 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RB010SM2SS0B-

MA0Z

6049775

• Measuring range: 0 bar ... 1.6 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
AB1X6SG2SS0B-

MA0Z

6054091

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RB1X6SG2SS0D5A0Z

6050092

• Measuring range: 0 MPa ... 10 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM010SG1SSNF-

MA0Z

6052051

• Measuring range: 0 MPa ... 16 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x NPN + 4 mA ... 20 mA PBS-
RM016SG1SSNG-

MA0Z

6051703

1 x PNP + 0 V ... 10 V PBS-
RM016SG1SSNC-

MA0Z

6051765
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PBS

• Measuring range: 0 MPa ... 25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM025SG1SSNG-

MA0Z

6051702

• Measuring range: 0 MPa ... 40 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RM040SG1SSNG-

MA0G

6051411

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RM040SG1SSNBMA0Z

6062837

2 x NPN M12 round connector x 1, 4-pin PBS-
RM040SG1SSNF-

MA0Z

6042344

2 x PNP M12 round connector x 1, 4-pin PBS-RM040SG1SS-
NAMA0Z

6067320

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RM040SG1SSND5A0Z

6069774

• Measuring range: 0 MPa ... 60 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RM060SG1SS-
NAMA0Z

6052908

• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 2 x PNP M12 round connector x 1, 4-pin PBS-
RM1X0SG1SSFAMA0Z

6048271
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Seal Output signal Connection type Type Part no.

PBS-
AM1X0SG1SSNBMA0Z

60752651 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RM1X0SG1SSNBMA0Z

6042776

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RM1X0SG1SSND5A0Z

6048002

• Measuring range: 0 MPa ... 2.5 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM2X5SG1SSFG-

MA0Z

6072438

• Measuring range: 0 MPa ... 4 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM4X0SG1SSFAMA0Z

6052791

• Measuring range: 0 MPa ... 6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM6X0SG1SSFAMA0Z

6052856

• Measuring range: 0 MPa ... 0.1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-RMX10SG1SSF-
BMA0Z

6051764

NBR 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RMX10SG1SSND5A0Z

6050684
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PBS

• Measuring range: 0 MPa ... 0.25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RMX25SG1SSF-
BMA0Z

6052337

• Measuring range: 0 MPa ... 0.6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-RMX60SG1SSF-
BMA0Z

6052338

2 x PNP PBS-
RMX60SG1SSFAMA0Z

6048270

• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM1X0SG2SS0F-

MA0Z

6051657

• Measuring range: 0 MPa ... 25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RM025SGESS-
CAMA0Z

6074355
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PBS

• Measuring range: 0 MPa ... 40 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-RM040SGESSC-
CMA0Z

6060234

1 x PNP + 4 mA ... 20 mA PBS-
RM040SGESSCB-

MA0Z

6043360

• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RM1X0SGESSCB-

MA0Z

6043355Copper

2 x PNP M12 round connector x 1, 4-pin PBS-RM1X0SGESS-
CAMA0Z

6043402

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
AM1X0SGESSSC-

MA0Z

6039646

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
AM1X0SGESSSB-

MA0Z

6071837

2 x NPN M12 round connector x 1, 4-pin PBS-
RM1X0SGESSSF-

MA0Z

6060724

2 x PNP M12 round connector x 1, 4-pin PBS-
RM1X0SGESSSA-

MA0Z

6045343

Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AM1X0SGESSSD5A0Z

6075320

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RM1X0SGESS0C-

MA0Z

6055295Without seal

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RM1X0SGESS0B-

MA0Z

6052203
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PBS

• Measuring range: 0 MPa ... 4 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM4X0SGESSSB-

MA0Z

6052548

• Measuring range: 0 MPa ... 0.1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-
RMX10SGESS0C-

MA0Z

6055294

1 x PNP + 4 mA ... 20 mA PBS-
RMX10SGESS0B-

MA0Z

6043998

• Measuring range: 0 MPa ... 0.25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

Stainless steel IO-Link/PNP + 4 mA ... 20 mA PBS-
AMX25SGESSSN-

MA0Z

6071567

Without seal 1 x PNP + 4 mA ... 20 mA PBS-
RMX25SGESS0B-

MA0Z

6050704

• Measuring range: 0 MPa ... 0.6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RMX60SGESSSA-

MA0Z

6045344
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• Measuring range: 0 MPa ... 10 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RM010SGESS-
CAMA0Z

6048042

• Measuring range: 0 MPa ... 0.16 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RMX16SGESSCB-

MA0Z

6050152

• Measuring range: 0 MPa ... 16 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM016SN1SS0A-

MA0Z

6059822

• Measuring range: 0 MPa ... 25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x NPN + 4 mA ... 20 mA PBS-
RM025SN1SS0G-

MA0Z

6056613

1 x PNP + 4 mA ... 20 mA PBS-
RM025SN1SS0B-

MA0Z

6060821

2 x NPN PBS-
RM025SN1SS0F-

MA0Z

6060012
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PBS

• Measuring range: 0 MPa ... 40 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM040SN1SS0A-

MA0Z

6060031

• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM1X0SN1SS0F-

MA0Z

6052336

• Measuring range: 0 MPa ... 4 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM4X0SN1SS0B-

MA0Z

6056209

• Measuring range: 0 MPa ... 0.25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RMX25SN1SS0G-

MA0Z

6050177

• Measuring range: 0 MPa ... 16 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM016SR1SS0A-

MA0Z

6058392
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• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RM1X0SR1SS0I5A0Z

6052467

2 x PNP M12 round connector x 1, 4-pin PBS-
RM1X0SR1SS0A-

MA0Z

6058374

• Measuring range: 0 MPa ... 0.1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RMX10SR1SS0F-

MA0Z

6063902

• Measuring range: 0 MPa ... 40 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RM040SF2FSNBMA0Z

6065091

• Measuring range: 0 MPa ... 0.25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RMX25SF2FS-
NAMA0Z

6052477

• Measuring range: 0 MPa ... 0.4 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RMX40SF2FSNBMA0Z

6052204
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PBS

• Measuring range: 0 MPa ... 0.6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

2 x PNP PBS-RMX60SF2FS-
NAMA0Z

6052484

IO-Link/PNP + NPN PBS-RMX60SF2FSN-
MMA0Z

6052478

• Measuring range: 0 MPa ... 1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Output signal: 1 x PNP + 0 V ... 10 V
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Type Part no.

PBS-RM1X0SM2SS0CMA0G 6055299

PBS-RM1X0SM2SS0CMA0Z 6055298

• Measuring range: 0 MPa ... 0.1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Output signal: 1 x PNP + 0 V ... 10 V
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Type Part no.

PBS-RMX10SM2SS0CMA0G 6055297

PBS-RMX10SM2SS0CMA0Z 6055296

• Measuring range: 0 MPa ... 40 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

Stainless steel IO-Link/PNP + 4 mA ... 20 mA PBS-
RM040SM2SSSN-

MA0Z

6047880
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Seal Output signal Type Part no.

Without seal 2 x PNP PBS-
RM040SM2SS0A-

MA0Z

6047881

• Measuring range: 0 MPa ... 1.6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Connection type: round connector M12 x 1, 5-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Type Part no.

FKM/FPM IO-Link/PNP + NPN + 4 mA ... 20 mA PBS-
AM1X6SG1SSFS5A0Z

6075752

NBR 2 x PNP + 4 mA ... 20 mA PBS-
RM1X6SG1SSND5A0Z

6048962

• Measuring range: 0 MPa ... 16 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RM016SGESSSQ5A0G

6052125

• Measuring range: 0 MPa ... 1.6 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RM1X6SN1SS0D5A0Z

6059786

• Measuring range: 0 MPa ... 0.1 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: round connector M12 x 1, 5-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

2 x NPN + 4 mA ... 20 mA PBS-
RMX10SN1SS0I5A0Z

6044156

2 x PNP + 4 mA ... 20 mA PBS-
RMX10SN1SS0D5A0Z

6052151
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PBS

• Measuring range: 0 MPa ... 10 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Output signal: 2 x NPN + 4 mA ... 20 mA
• Connection type: round connector M12 x 1, 5-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Type Part no.

PBS-RM010SR1SS0I5A0G 6051025

PBS-RM010SR1SS0I5A0Z 6060712

• Measuring range: 0 MPa ... 60 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RM060SR1SS0I5A0G

6051026

• Measuring range: 0 psi ... 15 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Output signal: 2 x PNP
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Type Part no.

FKM/FPM PBS-
RP015SG1SSFAMA0Z

6058786

NBR PBS-RP015SG1SS-
NAMA0Z

6058767

• Measuring range: 0 psi ... 50 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RP050SG1SS-
NAMA0Z

6041945
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PBS

• Measuring range: 0 psi ... 1,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP1K0SG1SSNBMA0Z

6074335

PBS-
RP1K0SG1NSND5A0Z

60553112 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP1K0SG1SSND5A0Z

6048276

• Measuring range: 0 psi ... 200 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP200SG1NSNG-

MA0Z

6058782

• Measuring range: 0 psi ... 300 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-
RP300SG1SSNC-

MA0Z

6048766

1 x PNP + 4 mA ... 20 mA PBS-
RP300SG1SSNBMA0Z

6048760

2 x PNP PBS-RP300SG1SS-
NAMA0Z

6042792
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PBS

• Measuring range: 0 psi ... 3,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RP3K0SG1NSFAMA0Z

6052426FKM/FPM

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
RP3K0SG1SSFQ5A0Z

6056618

NBR 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP3K0SG1SSNBMA0Z

6058213

• Measuring range: 0 psi ... 5,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP5K0SG1SSNBMA0Z

6043384

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP5K0SG1SSNE5A0Z

6053698

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP5K0SG1SSND5A0Z

6042249

• Measuring range: 0 psi ... 8,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP8K0SG1SSNBMA0Z

6056043

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP8K0SG1SSNE5A0Z

6053699

• Measuring range: 0 psi ... 100 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RP100SG1SS-
NAMA0Z

6044547
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PBS

• Measuring range: 0 psi ... 1,500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP1K5SG1SSNBMA0Z

6039242

• Measuring range: 0 psi ... 25 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RP025SG1SS-
NAMA0Z

6049943

• Measuring range: 0 psi ... 1,500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP1K5SG2SS0A-

MA0Z

6060043

• Measuring range: 0 psi ... 3,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 0 V ... 10 V PBS-
RP3K0SG2SS0C-

MA0Z

6060255

1 x PNP + 4 mA ... 20 mA PBS-
RP3K0SG2SS0B-

MA0Z

6048480
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PBS

• Measuring range: 0 psi ... 5,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

IO-Link/PNP + NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP5K0SG2SS0M-

MA0Z

6058768

• Measuring range: 0 psi ... 8,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP8K0SG2SS0A-

MA0Z

6060042

• Measuring range: 0 psi ... 500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP500SG2SS0A-

MA0Z

6048156

• Measuring range: 0 psi ... 160 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP160SG2SS0A-

MA0Z

6048157

• Measuring range: 0 psi ... 100 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Output signal: 1 x PNP + 4 mA ... 20 mA
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Type Part no.

Copper PBS-
RP100SGESSCB-

MA0Z

6054719
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PBS

Seal Type Part no.

Stainless steel PBS-
RP100SGESSSB-

MA0Z

6054720

Without seal PBS-
RP100SGESS0B-

MA0Z

6054718

• Measuring range: 0 psi ... 3,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

Stainless steel 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP3K0SGESSSB-

MA0Z

6074277

Without seal 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP3K0SGESS0D5A0Z

6064674

• Measuring range: 0 psi ... 8,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: Copper

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-RP8K0SGESS-
CAMA0Z

6055463

• Measuring range: 0 psi ... 2,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP2K0SGESS0B-

MA0Z

6049493
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PBS

• Measuring range: 0 psi ... 15 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

PBS-
AP015SN1SS0B-

MA0Z

60606141 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
RP015SN1SS0B-

MA0Z

6050894

2 x PNP M12 round connector x 1, 4-pin PBS-
RP015SN1SS0A-

MA0Z

6058957

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP015SN1SS0E5A0Z

6048019

PBS-
RP015SN1SS0D5A0G

60604942 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP015SN1SS0D5A0Z

6044552

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP015SN1SS0N-

MA0Z

6042364

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RP015SN1SS0L-

MA0Z

6074979

• Measuring range: 0 psi ... 25 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP025SN1SS0B-

MA0Z

6058956

2 x PNP M12 round connector x 1, 4-pin PBS-
RP025SN1SS0A-

MA0Z

6042105

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP025SN1SS0Q5A0Z

6060750
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• Measuring range: 0 psi ... 30 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP030SN1SS0B-

MA0Z

6052529

2 x PNP M12 round connector x 1, 4-pin PBS-
RP030SN1SS0A-

MA0Z

6045314

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AP030SN1SS0D5A0Z

6050545

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
AP030SN1SS0Q5A0Z

6044395

• Measuring range: 0 psi ... 50 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP050SN1SS0C-

MA0Z

6045107

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP050SN1SS0B-

MA0Z

6054427

2 x NPN M12 round connector x 1, 4-pin PBS-
RP050SN1SS0F-

MA0Z

6050546

2 x PNP M12 round connector x 1, 4-pin PBS-
RP050SN1SS0A-

MA0Z

6058955

PBS-
RP050SN1SS0D5A0G

60599562 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP050SN1SS0D5A0Z

6041232
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• Measuring range: 0 psi ... 100 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP100SN1SS0C-

MA0Z

6058811

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP100SN1SS0B-

MA0Z

6043695

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP100SN1SS0K5A0Z

6043579

2 x PNP M12 round connector x 1, 4-pin PBS-
RP100SN1SS0A-

MA0Z

6041222

PBS-
RP100SN1SS0D5A0G

60421072 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP100SN1SS0D5A0Z

6058373

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP100SN1SS0N-

MA0Z

6059615

PBS-
RP100SN1SS0Q5A0G

6058695IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP100SN1SS0Q5A0Z

6058672

• Measuring range: 0 psi ... 160 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP160SN1SS0B-

MA0Z

6050309

PBS-
RP160SN1SS0F-

MA0G

60434082 x NPN M12 round connector x 1, 4-pin

PBS-
RP160SN1SS0F-

MA0Z

6044569

2 x NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP160SN1SS0K5A0Z

6070417

2 x PNP M12 round connector x 1, 4-pin PBS-
RP160SN1SS0A-

MA0Z

6041223
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Output signal Connection type Type Part no.

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP160SN1SS0E5A0Z

6067273

PBS-
RP160SN1SS0D5A0G

60599552 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
RP160SN1SS0D5A0Z

6042755

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP160SN1SS0N-

MA0Z

6059343

• Measuring range: 0 psi ... 1,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP1K0SN1SS0C-

MA0Z

6048340

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP1K0SN1SS0B-

MA0Z

6041561

2 x PNP M12 round connector x 1, 4-pin PBS-
RP1K0SN1SS0A-

MA0Z

6044565

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP1K0SN1SS0E5A0Z

6045105

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP1K0SN1SS0D5A0Z

6057031

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP1K0SN1SS0Q5A0Z

6071671

• Measuring range: 0 psi ... 1,500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP1K5SN1SS0G-

MA0Z

6049747

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP1K5SN1SS0B-

MA0Z

6049723

2 x PNP M12 round connector x 1, 4-pin PBS-
RP1K5SN1SS0A-

MA0Z

6048961
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PBS

Output signal Connection type Type Part no.

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP1K5SN1SS0D5A0Z

6052343

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP1K5SN1SS0N-

MA0Z

6059342

• Measuring range: 0 psi ... 200 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP200SN1SS0G-

MA0G

6058575

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP200SN1SS0B-

MA0Z

6058953

2 x NPN M12 round connector x 1, 4-pin PBS-
RP200SN1SS0F-

MA0Z

6048494

2 x PNP M12 round connector x 1, 4-pin PBS-
RP200SN1SS0A-

MA0Z

6058954

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP200SN1SS0Q5A0Z

6044015

• Measuring range: 0 psi ... 2,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP2K0SN1SS0C-

MA0G

6050827

2 x PNP M12 round connector x 1, 4-pin PBS-
RP2K0SN1SS0A-

MA0Z

6058823

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP2K0SN1SS0E5A0Z

6045106

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP2K0SN1SS0Q5A0Z

6044016
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• Measuring range: 0 psi ... 300 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP300SN1SS0B-

MA0Z

6050895

2 x NPN M12 round connector x 1, 4-pin PBS-
RP300SN1SS0F-

MA0Z

6048960

2 x PNP M12 round connector x 1, 4-pin PBS-
RP300SN1SS0A-

MA0Z

6051594

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP300SN1SS0D5A0Z

6048753

• Measuring range: 0 psi ... 3,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP3K0SN1SS0B-

MA0Z

6049434

2 x PNP M12 round connector x 1, 4-pin PBS-
RP3K0SN1SS0A-

MA0Z

6041560

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP3K0SN1SS0E5A0Z

6045119

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP3K0SN1SS0Q5A0Z

6071816

• Measuring range: 0 psi ... 500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP500SN1SS0G-

MA0Z

6050460

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP500SN1SS0B-

MA0Z

6041562
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Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
RP500SN1SS0A-

MA0Z

6048001

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP500SN1SS0D5A0Z

6049953

• Measuring range: 0 psi ... 5,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP5K0SN1SS0C-

MA0Z

6053088

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP5K0SN1SS0B-

MA0Z

6050310

2 x PNP M12 round connector x 1, 4-pin PBS-
RP5K0SN1SS0A-

MA0Z

6048120

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
RP5K0SN1SS0E5A0Z

6052812

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP5K0SN1SS0D5A0Z

6057032

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP5K0SN1SS0Q5A0Z

6068007

• Measuring range: 0 psi ... 8,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RP8K0SN1SS0C-

MA0Z

6049524

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RP8K0SN1SS0B-

MA0Z

6058951

2 x NPN M12 round connector x 1, 4-pin PBS-
RP8K0SN1SS0F-

MA0Z

6078420

2 x PNP M12 round connector x 1, 4-pin PBS-
RP8K0SN1SS0A-

MA0Z

6058952

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RP8K0SN1SS0D5A0Z

6045108
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• Measuring range: 0 psi ... 160 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN + 0 V ... 10 V M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP160SR1SS0H-

MA0Z

6068813

• Measuring range: 0 psi ... 200 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RP200SF2FSNBMA0Z

6055947

• Measuring range: 0 psi ... 500 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RP500SG1SSND5A0Z

6055033

• Measuring range: 0 psi ... 200 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RP200SG2SS0D5A0Z

6048754

• Measuring range: 0 psi ... 2,000 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP + 0 V ... 10 V Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RP2K0SF2FSFE5A0Z

6071842
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PBS

• Measuring range: 0 kg/cm² ... 10 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RK010SG1SSNHMA0Z

6053880

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RK010SG1SSNG-

MA0Z

6042028

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RK010SG1SSNBMA0Z

6050286

2 x PNP M12 round connector x 1, 4-pin PBS-RK010SG1SS-
NAMA0Z

6068736

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RK010SG1SSND5A0Z

6052595

• Measuring range: 0 kg/cm² ... 16 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x NPN + 4 mA ... 20 mA PBS-
RK016SG1SSNG-

MA0Z

6062537

2 x PNP PBS-RK016SG1SS-
NAMA0Z

6045306

• Measuring range: 0 kg/cm² ... 40 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK040SG1SSNG-

MA0Z

6061061
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PBS

• Measuring range: 0 kg/cm² ... 250 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK250SG1SSNF-

MA0Z

6051779

• Measuring range: 0 kg/cm² ... 400 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK400SG1SSNG-

MA0Z

6062539

• Measuring range: 0 kg/cm² ... 4 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK4X0SG1SSNBMA0Z

6052299

• Measuring range: 0 kg/cm² ... 6 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK6X0SG1SSNG-

MA0Z

6062541

• Measuring range: 0 kg/cm² ... 1 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK1X0SGESS0F-

MA0Z

6058532
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PBS

• Measuring range: 0 kg/cm² ... 250 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK250SGESS0B-

MA0Z

6051750

• Measuring range: 0 kg/cm² ... 2.5 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK2X5SGESSSB-

MA0Z

6044091

• Measuring range: 0 kg/cm² ... 10 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RK010SN1SS0I5A0Z

6051618

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RK010SN1SS0N-

MA0Z

6051890

• Measuring range: 0 kg/cm² ... 16 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RK016SN1SS0G-

MA0G

6051408

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RK016SN1SS0I5A0Z

6051899

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
RK016SN1SS0N-

MA0Z

6051889
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PBS

• Measuring range: 0 kg/cm² ... 40 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x NPN + 4 mA ... 20 mA PBS-
RK040SN1SS0G-

MA0Z

6042851

2 x NPN PBS-
RK040SN1SS0F-

MA0Z

6045221

2 x PNP PBS-
RK040SN1SS0A-

MA0G

6058947

• Measuring range: 0 kg/cm² ... 60 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK060SN1SS0G-

MA0Z

6051605

• Measuring range: 0 kg/cm² ... 160 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
RK160SN1SS0B-

MA0Z

6043891

• Measuring range: 0 kg/cm² ... 10 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
RK010SR1SS0I5A0Z

6052030

IO-Link/PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
RK010SR1SS0P-

MA0Z

6073715
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PBS

Output signal Connection type Type Part no.

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
RK010SR1SS0L-

MA0Z

6074634

• Measuring range: 0 kg/cm² ... 1 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RK1X0SN1SS0D5A0G

6043441

• Measuring range: 0 kg/cm² ... 2.5 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
RK2X5SN1SS0D5A0G

6043750

• Measuring range: 0 bar ... 4 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP + 0 V ... 10 V M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
AB4X0SR1SS0C-

MA0Z

6051715

• Measuring range: 0 MPa ... 0.25 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
AMX25SG2SS0D5A0Z

6075026

• Measuring range: 0 MPa ... 2.5 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
AM2X5SGESSSD5A0Z

6074595

2024-02-03 21:50:15 | Product family overview

Subject to change without notice

PRESSURE SENSORS | SICK 89

http://www.sick.com/6074634
http://www.sick.com/6074634
http://www.sick.com/6074634
http://www.sick.com/6074634
http://www.sick.com/6043441
http://www.sick.com/6043441
http://www.sick.com/6043441
http://www.sick.com/6043750
http://www.sick.com/6043750
http://www.sick.com/6043750
http://www.sick.com/6051715
http://www.sick.com/6051715
http://www.sick.com/6051715
http://www.sick.com/6051715
http://www.sick.com/6075026
http://www.sick.com/6075026
http://www.sick.com/6075026
http://www.sick.com/6074595
http://www.sick.com/6074595
http://www.sick.com/6074595


A
B
C
D
E
F

H
I
J
K
L
M
N
O
P
Q
R
S
T

PBS

• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
CB010SG1SSFM-

MA0Z

6075096FKM/FPM

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
CB010SG1SSFQ5A0Z

6056066

PBS-
CB010SG1SSNBMA0G

60517971 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
CB010SG1SSNBMA0Z

6038896

2 x NPN M12 round connector x 1, 4-pin PBS-
CB010SG1SSNF-

MA0Z

6052667

2 x PNP M12 round connector x 1, 4-pin PBS-CB010SG1SS-
NAMA0Z

6038870

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SG1SSND5A0Z

6038922

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-CB010SG1SSN-
NMA0Z

6050373

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
CB010SG1SSNL-

MA0Z

6042806

• Measuring range: –1 bar ... 15 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB016SG1MSFE5A0Z

6075094FKM/FPM

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
CB016SG1SSFM-

MA0Z

6069629
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB016SG1SSNC-

MA0Z

6049500

PBS-
CB016SG1SSNBMA0G

60516481 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
CB016SG1SSNBMA0Z

6047743

2 x PNP M12 round connector x 1, 4-pin PBS-CB016SG1SS-
NAMA0Z

6039774

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB016SG1SSNE5A0Z

6042779

PBS-
CB016SG1SSND5A0G

6042641

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin

PBS-
CB016SG1SSND5A0Z

6065301

• Measuring range: –1 bar ... 24 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB025SG1SSFC-

MA0G

6065535

PBS-
CB025SG1NSNBMA0Z

60628101 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
CB025SG1SSNBMA0Z

6038897

2 x PNP M12 round connector x 1, 4-pin PBS-CB025SG1SS-
NAMA0Z

6038871

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB025SG1SSNE5A0Z

6041722

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SG1SSND5A0Z

6038923

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-CB1X0SG1SSF-
BMA0Z

6043751

PBS-
CB1X0SG1SSFE5A0G

6048646

FKM/FPM

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin

PBS-
CB1X0SG1SSFE5A0Z

6064052
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Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB1X0SG1SSNG-

MA0Z

6050937

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB1X0SG1SSNC-

MA0Z

6044603

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB1X0SG1SSNBMA0Z

6038894

2 x PNP M12 round connector x 1, 4-pin PBS-CB1X0SG1SS-
NAMA0Z

6038868

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB1X0SG1SSND5A0Z

6038919

NBR

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
CB1X0SG1SSNL-

MA0Z

6056418

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-CB2X5SG1SSF-
BMA0Z

6049332

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SG1SSNBMA0Z

6039523

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SG1SSNI5A0Z

6048041

2 x PNP M12 round connector x 1, 4-pin PBS-CB2X5SG1SS-
NAMA0Z

6044336

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB2X5SG1SSNE5A0Z

6058859

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SG1SSND5A0Z

6050311

• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB4X0SG1SSFC-

MA0Z

6055315

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-CB4X0SG1SSF-
BMA0Z

6055978

FKM/FPM

IO-Link/PNP + PNP
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
CB4X0SG1SSFQ5A0Z

6056065
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Seal Output signal Connection type Type Part no.

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SG1SSNG-

MA0Z

6065826

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SG1SSNBMA0Z

6038895

2 x PNP M12 round connector x 1, 4-pin PBS-CB4X0SG1SS-
NAMA0Z

6038869

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB4X0SG1SSND5A0Z

6038921

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB6X0SG1SSNBMA0Z

6051433

2 x PNP M12 round connector x 1, 4-pin PBS-CB6X0SG1SS-
NAMA0Z

6043499

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB6X0SG1SSND5A0Z

6047940

• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

– M12 round connector x 1, 4-pin PBS-
CB010SG2SS0M-

MA0Z

6050042

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SG2SS0B-

MA0Z

6041614

2 x NPN M12 round connector x 1, 4-pin PBS-
CB010SG2SS0F-

MA0Z

6044625

2 x PNP M12 round connector x 1, 4-pin PBS-
CB010SG2SS0A-

MA0Z

6041541

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SG2SS0N-

MA0Z

6064908

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
CB010SG2SS0L-

MA0Z

6050041
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Output signal Connection type Type Part no.

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SG2SS0Q5A0Z

6051070

• Measuring range: –1 bar ... 15 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CB016SG2SS0A-

MA0Z

6055494

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB016SG2SS0Q5A0Z

6048747

• Measuring range: –1 bar ... 24 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB025SG2SS0B-

MA0Z

6041062

2 x PNP M12 round connector x 1, 4-pin PBS-
CB025SG2SS0A-

MA0Z

6060809

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SG2SS0D5A0Z

6051069

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB025SG2SS0N-

MA0Z

6064910

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB1X0SG2SS0C-

MA0Z

6039672

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB1X0SG2SS0B-

MA0Z

6047823
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Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CB1X0SG2SS0A-

MA0Z

6042360

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB1X0SG2SS0E5A0Z

6048731

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB1X0SG2SS0D5A0Z

6042472

PBS-
CB1X0SG2SS0N-

MA0G

6068210IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin

PBS-
CB1X0SG2SS0N-

MA0Z

6080809

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
CB1X0SG2SS0L-

MA0Z

6065520

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB2X5SG2SS0C-

MA0Z

6042566

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SG2SS0B-

MA0Z

6042115

PBS-
CB2X5SG2SS0A-

MA0G

60439252 x PNP M12 round connector x 1, 4-pin

PBS-
CB2X5SG2SS0A-

MA0Z

6050312

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB2X5SG2SS0E5A0Z

6051815

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SG2SS0D5A0Z

6042718

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SG2SS0N-

MA0Z

6048332

IO-Link/PNP + NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SG2SS0S5A0G

6068263

IO-Link/PNP + PNP M12 round connector x 1, 4-pin PBS-
CB2X5SG2SS0L-

MA0Z

6048307

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SG2SS0Q5A0Z

6064909
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• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SG2SS0B-

MA0Z

6042096

2 x PNP M12 round connector x 1, 4-pin PBS-
CB4X0SG2SS0A-

MA0Z

6041048

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB4X0SG2SS0D5A0G

6049243

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
CB6X0SG2SS0B-

MA0Z

6051647

PBS-
CB6X0SG2SS0A-

MA0G

60659832 x PNP

PBS-
CB6X0SG2SS0A-

MA0Z

6059872

• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SGESSCB-

MA0Z

6038883

2 x PNP M12 round connector x 1, 4-pin PBS-CB010SGESS-
CAMA0Z

6038858

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SGESSCD5A0Z

6038910
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Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SGESSSB-

MA0Z

6049871Stainless steel

2 x PNP M12 round connector x 1, 4-pin PBS-
CB010SGESSSA-

MA0Z

6051902

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SGESS0B-

MA0Z

6062174

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SGESS0D5A0Z

6039823

Without seal

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SGESS0N-

MA0Z

6068334

• Measuring range: –1 bar ... 15 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

Copper 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB016SGESSCB-

MA0Z

6042377

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB016SGESSSB-

MA0Z

6071562Stainless steel

2 x PNP M12 round connector x 1, 4-pin PBS-
CB016SGESSSA-

MA0Z

6039659

Without seal IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
CB016SGESS0S5A0Z

6066198

• Measuring range: –1 bar ... 24 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB025SGESSCB-

MA0Z

6038884

2 x PNP M12 round connector x 1, 4-pin PBS-CB025SGESS-
CAMA0Z

6038859

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SGESSCD5A0Z

6038911
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Seal Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CB025SGESSSA-

MA0Z

6050712Stainless steel

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SGESSSD5A0Z

6071481

Without seal 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB025SGESS0B-

MA0Z

6045048

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB1X0SGESSCB-

MA0Z

6038881

2 x PNP M12 round connector x 1, 4-pin PBS-CB1X0SGESS-
CAMA0Z

6038856

Copper

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB1X0SGESSCD5A0Z

6038908

Stainless steel 2 x PNP M12 round connector x 1, 4-pin PBS-
CB1X0SGESSSA-

MA0Z

6051506

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB1X0SGESS0C-

MA0Z

6045145

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB1X0SGESS0B-

MA0Z

6052793

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB1X0SGESS0D5A0Z

6061900

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

Copper 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SGESSCB-

MA0Z

6051083

Stainless steel 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SGESSSB-

MA0Z

6058552
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PBS

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SGESS0B-

MA0Z

6057115

2 x PNP M12 round connector x 1, 4-pin PBS-
CB2X5SGESS0A-

MA0Z

6041330

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SGESS0D5A0Z

6051279

• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SGESSCB-

MA0Z

6038882

2 x NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB4X0SGESSCI5A0Z

6064061

2 x PNP M12 round connector x 1, 4-pin PBS-CB4X0SGESS-
CAMA0Z

6038857

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB4X0SGESSCD5A0Z

6038909

Copper

IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connector M12 x 1, 5-pin PBS-
CB4X0SGESSCS5A0Z

6064062

1 x NPN + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SGESS0G-

MA0Z

6058990Without seal

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SGESS0B-

MA0Z

6059772

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

Copper 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB6X0SGESSCB-

MA0Z

6042376

Stainless steel 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB6X0SGESSSB-

MA0G

6053153
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Seal Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB6X0SGESS0B-

MA0Z

6042284

2 x PNP M12 round connector x 1, 4-pin PBS-
CB6X0SGESS0A-

MA0G

6065925

Without seal

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB6X0SGESS0D5A0Z

6062328

• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB010SGHSS0A-

MA0Z

6043442

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB1X0SGHSS0A-

MA0Z

6045237

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB2X5SGHSS0A-

MA0Z

6050725

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ female for Ermeto
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB6X0SGHSS0B-

MA0Z

6050758
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• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SN1SS0D5A0

6065902

IO-Link/PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SN1SS0N-

MA0Z

6074954

IO-Link/PNP + NPN + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB010SN1SS0T5A0Z

6063679

• Measuring range: –1 bar ... 15 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB016SN1SS0C-

MA0Z

6044535

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB016SN1SS0B-

MA0Z

6060887

2 x PNP M12 round connector x 1, 4-pin PBS-
CB016SN1SS0A-

MA0Z

6060020

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB016SN1SS0D5A0

6065903

IO-Link/PNP + NPN M12 round connector x 1, 4-pin PBS-
CB016SN1SS0M-

MA0Z

6059671

• Measuring range: –1 bar ... 24 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

PBS-
CB025SN1SS0C-

MA0G

60653921 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin

PBS-
CB025SN1SS0C-

MA0Z

6044428
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Output signal Connection type Type Part no.

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SN1SS0D5A0Z

6054442

IO-Link/PNP + NPN + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SN1SS0S5A0Z

6060466

IO-Link/PNP + PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB025SN1SS0R5A0Z

6061959

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB025SN1SS0Q5A0Z

6061958

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Connection type: M12 round connector x 1, 4-pin
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Type Part no.

1 x PNP + 4 mA ... 20 mA PBS-
CB1X0SN1SS0B-

MA0Z

6066344

2 x PNP PBS-
CB1X0SN1SS0A-

MA0Z

6066345

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP + 0 V ... 10 V M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB6X0SN1SS0C-

MA0Z

6041768

• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CB4X0SN1SS0A-

MA0Z

6041205

2 x PNP + 0 V ... 10 V Round connector M12 x 1, 5-pin PBS-
CB4X0SN1SS0E5A0Z

6065473

102 PRESSURE SENSORS | SICK Product family overview | 2024-02-03 21:50:15

Subject to change without notice

http://www.sick.com/6054442
http://www.sick.com/6054442
http://www.sick.com/6054442
http://www.sick.com/6060466
http://www.sick.com/6060466
http://www.sick.com/6060466
http://www.sick.com/6061959
http://www.sick.com/6061959
http://www.sick.com/6061959
http://www.sick.com/6061958
http://www.sick.com/6061958
http://www.sick.com/6061958
http://www.sick.com/6066344
http://www.sick.com/6066344
http://www.sick.com/6066344
http://www.sick.com/6066344
http://www.sick.com/6066345
http://www.sick.com/6066345
http://www.sick.com/6066345
http://www.sick.com/6066345
http://www.sick.com/6041768
http://www.sick.com/6041768
http://www.sick.com/6041768
http://www.sick.com/6041768
http://www.sick.com/6041205
http://www.sick.com/6041205
http://www.sick.com/6041205
http://www.sick.com/6041205
http://www.sick.com/6065473
http://www.sick.com/6065473
http://www.sick.com/6065473


 

PBS

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB2X5SN1SS0B-

MA0Z

6045144

• Measuring range: –1 bar ... 0 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB1X0SR1SS0F-

MA0Z

6065532

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: M20 x 1.5
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CB2X5SM2SS0A-

MA0Z

6049758

• Measuring range: –1 bar ... 9 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB010SF2FSNBMA0Z

6051531

2 x PNP M12 round connector x 1, 4-pin PBS-CB010SF2FS-
NAMA0Z

6049610

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB010SF2FSND5A0Z

6051922
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PBS

• Measuring range: –1 bar ... 15 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB016SF2FSFD5A0Z

6049699

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB016SF2FSNC-

MA0Z

6069980

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB016SF2FSNBMA0Z

6058460

NBR

2 x PNP M12 round connector x 1, 4-pin PBS-CB016SF2FS-
NAMA0Z

6058443

• Measuring range: –1 bar ... 24 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 0 V ... 10 V M12 round connector x 1, 4-pin PBS-
CB025SF2FSNC-

MA0Z

6049182

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB025SF2FSNBMA0Z

6050742

2 x PNP M12 round connector x 1, 4-pin PBS-CB025SF2FS-
NAMA0Z

6052588

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-CB025SF2FSN-
Q5A0Z

6059776

• Measuring range: –1 bar ... 1.5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SF2FSFD5A0Z

6059777

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB2X5SF2FSNBMA0Z

6051341

2 x PNP M12 round connector x 1, 4-pin PBS-CB2X5SF2FS-
NAMA0Z

6050941

NBR

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB2X5SF2FSND5A0Z

6068514
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PBS

• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB4X0SF2FSFD5A0Z

6057295

NBR 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB4X0SF2FSNBMA0Z

6054244

• Measuring range: –1 bar ... 5 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Seal Output signal Connection type Type Part no.

FKM/FPM 2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CB6X0SF2FSFD5A0Z

6057296

NBR 1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CB6X0SF2FSNBMA0Z

6063930

• Measuring range: –1 bar ... 3 bar
• Accuracy: ≤ ± 1 % of the span
• Process connection: R ¼ ISO 7 (DIN2999)
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x NPN + 0 V ... 10 V Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
CB4X0SR1SS0K5A0Z

6042221

• Measuring range: –0.1 MPa ... 0.15 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CMX25SG1SSNBMA0G

6073717

• Measuring range: –0.1 MPa ... 0.3 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-CMX40SG1SS-
NAMA0Z

6051277
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PBS

• Measuring range: –0.1 MPa ... 0.9 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CM1X0SGESSSB-

MA0Z

6058472

• Measuring range: –0.1 MPa ... 0.5 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: stainless steel

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CMX60SGESSSB-

MA0Z

6058473

• Measuring range: –0.1 MPa ... 1.5 MPa
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: FKM/FPM

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
CM1X6SG1SSFD5A0Z

6068666

• Measuring range: –30 inHg ... 0 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP015SG1SSNBMA0Z

6052297

• Measuring range: –30 inHg ... 0 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B according to EN 837
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP015SGESS0A-

MA0Z

6044470

106 PRESSURE SENSORS | SICK Product family overview | 2024-02-03 21:50:15

Subject to change without notice

http://www.sick.com/6058472
http://www.sick.com/6058472
http://www.sick.com/6058472
http://www.sick.com/6058472
http://www.sick.com/6058473
http://www.sick.com/6058473
http://www.sick.com/6058473
http://www.sick.com/6058473
http://www.sick.com/6068666
http://www.sick.com/6068666
http://www.sick.com/6068666
http://www.sick.com/6052297
http://www.sick.com/6052297
http://www.sick.com/6052297
http://www.sick.com/6044470
http://www.sick.com/6044470
http://www.sick.com/6044470
http://www.sick.com/6044470


 

PBS

• Measuring range: –30 inHg ... 0 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CP015SN1SS0A-

MA0Z

6042106

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CP015SN1SS0D5A0Z

6053241

• Measuring range: –14.5 psi ... 15 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP030SN1SS0B-

MA0Z

6069557

• Measuring range: –14.5 psi ... 200 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP215SN1SS0A-

MA0Z

6075024

• Measuring range: –30 inHg ... 300 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP315SN1SS0B-

MA0Z

6050893
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PBS

• Measuring range: –30 inHg ... 160 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

1 x PNP + 4 mA ... 20 mA M12 round connector x 1, 4-pin PBS-
CP175SN1SS0B-

MA0Z

6047669

2 x PNP M12 round connector x 1, 4-pin PBS-
CP175SN1SS0A-

MA0Z

6044852

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CP175SN1SS0D5A0Z

6058892

• Measuring range: –30 inHg ... 15 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal
• Enclosure rating: IP67
• Supply voltage: 15 V DC ... 35 V DC

Output signal Connection type Type Part no.

2 x PNP M12 round connector x 1, 4-pin PBS-
CP030SN1SS0A-

MA0Z

6047943

2 x PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CP030SN1SS0D5A0Z

6058748

IO-Link/PNP + PNP + 4 mA ... 20 mA Round connector M12 x 1, 5-pin PBS-
CP030SN1SS0Q5A0Z

6044014

• Measuring range: –30 inHg ... 25 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CP040SN1SS0A-

MA0Z

6048034

• Measuring range: –30 inHg ... 25 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-CP040SF2FS-
NAMA0Z

6053148
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PBS

• Measuring range: –30 inHg ... 30 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ½ B flush mounted
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-CP045SF2FS-
NAMA0Z

6053149

• Measuring range: –14.5 psi ... 15 psi
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

IO-Link/PNP + NPN
+ 4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
CP030SG1SSNS5A0Z

6069652

• Measuring range: –1 kg/cm² ... 3 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: G ¼ A according to DIN 3852-E
• Process temperature: –20 °C ... +85 °C
• Seal: NBR

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x NPN +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CK4X0SG1SSNG-

MA0Z

6062540

• Measuring range: –1 kg/cm² ... 24 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

1 x PNP +
4 mA ... 20 mA

M12 round con-
nector x 1, 4-pin

IP67 15 V DC ... 35 V DC PBS-
CK025SN1SS0B-

MA0Z

6062524

• Measuring range: –1 kg/cm² ... 1.5 kg/cm²
• Accuracy: ≤ ± 1 % of the span
• Process connection: ¼'' NPT
• Process temperature: –20 °C ... +85 °C
• Seal: without seal

Output signal Connection type Enclosure rating Supply voltage Type Part no.

2 x PNP +
4 mA ... 20 mA

Round connec-
tor M12 x 1, 5-pin

IP67 15 V DC ... 35 V DC PBS-
CK2X5SN1SS0D5A0G

6048060
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SICK At A GlAnCe
SICK is one of the leading manufacturers of intelligent sensors and sensor solutions for industrial applica-
tions. A unique range of products and services creates the perfect basis for controlling processes securely 
and efficiently, protecting individuals from accidents and preventing damage to the environment. 

We have extensive experience in a wide range of industries and understand their processes and require-
ments. With intelligent sensors, we can deliver exactly what our customers need. In application centers in 
Europe, Asia and North America, system solutions are tested and optimized in accordance with customer 
specifications. All this makes us a reliable supplier and development partner.

Comprehensive services complete our offering: SICK lifetime Services provide support throughout the ma-
chine life cycle and ensure safety and productivity. 

For us, that is “Sensor Intelligence.”

WOrldWIde preSenCe:
Contacts and other locations – www.sick.com


